
 
 

Agenda 
 
 
 
 

Community Sustainability Advisory Committee Meeting 
to be held via Zoom 

 
* If you’d like to watch or listen to the live Committee meeting, please email 

Committees@Penticton.ca 24-hours prior to the commencement of the meeting for the Zoom 
meeting participation details. You will have an opportunity to ask questions related to the agenda 

at the end of the meeting. 
 

Wednesday, May 18, 2022  
at 9:00 a.m. 

 
1. Call Committee Meeting to Order 
 
2. Adoption of Agenda 

 
3. Adoption of Minutes 

 
3.1 Minutes of April 13, 2022 Community Sustainability Advisory Committee          1-2 

 Staff Recommendation: 

THAT the Community Sustainability Advisory Committee adopt the minutes of the  
April 13, 2022 meeting as presented. 

 
4. New Business 
 

4.1 2022 Corporate Energy and Emissions Plan – David Kassian, Community Sustainability  Verbal 
Coordinator  

 
4.2 2022 CleanBC Communities Fund Grant Application, David Kassian, Community                  1-118 

Sustainability Coordinator          

 Staff Recommendation: 

THAT the Community Sustainability Advisory Committee recommend Council direct staff to 
apply to the Clean BC Communities Fund to retrofit the Community Recreation Centre to 
lower greenhouse gas emissions and energy consumption.  

      
 
 

5. Next Meeting     
                 
6. Public Question Period 

 
7. Adjournment 

mailto:Committees@Penticton.ca


 

Minutes 
 

 

Special Community Sustainability Advisory Committee Meeting  
to be held via Zoom 

Wednesday, April 20, 2022 
at 9:00 a.m. 

   
Present:   Chris Allen, Chair 
   Randy Boras, Vice Chair 
   Amelia Boultbee 

Anne Hargrave 
Tracy Van Raes 

  Margaret Holm 
Nicolas Stulberg 
Philip Hawkes 

Regrets:   Lyndie Hill 
 

Council Liaison: Julius Bloomfield, Councillor 
 

Staff:  Kristen Dixon, General Manager of Infrastructure 
David Kassian, Community Sustainability Coordinator  
Angie Collison, Corporate Officer 

 
Delegation:  Peter Robinson, Tami Rothery and Greg Dong, Community Energy Association 

   
 
1. Call to Order 
 

The Chair called the Community Sustainability Advisory Committee meeting to order at 9:00 a.m.  
 
2. Adoption of Agenda  
 

It was MOVED and SECONDED 
THAT the Community Sustainability Advisory Committee adopt the agenda for the meeting 
held on April 20, 2022 as presented. 
 

CARRIED UNANIMOUSLY 
3. Adoption of Minutes 

 
3.1 Minutes of March 16, 2022 Community Sustainability Advisory Committee 

 
It was MOVED and SECONDED 
THAT the Community Sustainability Advisory Committee adopt the minutes of the  
March 16, 2022 meeting as presented.  

  CARRIED UNANIMOUSLY 
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Minutes of the April 20, 2022 Community Sustainability Advisory Committee 

 

4. New Business 
 

4.1 Corporate Energy and Emissions Plan 
 
The Community Sustainability Coordinator introduced Peter Robinson, Tami Rothery and Greg 
Dong of the Community Energy Association and provided an overview of the 2022 Corporate 
Energy and Emissions Plan.  
 
The floor was opened up to the Committee members for questions and comments. Committee 
members will provide the Chair with written feedback that will be provided to staff prior to the 
Plan’s submission to Council.  

 
 
It was MOVED and SECONDED 
THAT the Community Sustainability Advisory Committee recommend that Council endorse the 
“2022 Corporate Energy and Emissions Plan” subject to feedback provided by Committee.  

 
CARRIED UNANIMOUSLY 

 
 
 
The 2022 Corporate Energy and Emissions Plan will go to Council on May 17, 2022 for 
endorsement along with a recommendation to declare a climate emergency.  The draft 
declaration will be shared with the Committee via email.  
 
 

5. Next Meeting 
 
The next Community Sustainability Advisory Committee meeting date is tentatively scheduled 
for May 18, 2022.  

 
6. Public Question Period 
 
7. Adjournment  
  

It was MOVED and SECONDED 
THAT the Community Sustainability Advisory Committee meeting held on Wednesday, April 20, 
2022 adjourn at 10:43 a.m. 

CARRIED UNANIMOUSLY 
 
 
Certified Correct: 
 
 
 
__________________________________ 
Angie Collison  
Corporate Officer 
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Committee Report 

 

   

 

 

Date: May 18, 2022       File No: RMS 6440-01 
To: Community Sustainability Advisory Committee 
From: David Kassian, Community Sustainability Coordinator 
 
Subject: CleanBC Communities Fund Grant Opportunity     

 

Staff Recommendation 

THAT the Community Sustainability Advisory Committee recommend Council direct staff to apply to the 
Clean BC Communities Fund to retrofit the Community Recreation Centre to lower greenhouse gas 
emissions and energy consumption.  

Background 

Lowering energy use and greenhouse gas (GHG) emissions from existing buildings is critical in meeting the 
climate action goals and emissions reduction targets of the 2021 Community Climate Action Plan (CCAP) 
and 2022 Corporate Energy and Emissions Plan (CEEP).  

The 2021 CCAP and 2022 CEEP each have actions that support building retrofits and building electrification: 

Plan Action Action Summary 
2021 CCAP EXISTING BUILDINGS 1.1 – Encourage 

and enable deep energy retrofits 
Encourage deep energy retrofits for existing buildings in 
the community for energy and emissions reductions. 

2021 CCAP EXISTING BUILDINGS 1.2 – Encourage 
and enable building electrification or 
renewable gas 

Encourage fuel switching from natural gas to electricity or 
renewable natural gas. Emphasis on electrification over 
natural gas for large GHG reductions.  

2022 CEEP EXISTING BUILDINGS 2.1: Conduct 
building energy audits 

Perform energy audits on corporate buildings to determine 
which deep energy retrofits are required (completed April 
2022). 

2022 CEEP EXISTING BUILDINGS 2.2: Implement 
energy retrofits recommended by 
building energy audits 

Review recently completed energy audits and implement 
measures that reduce energy and emissions. 

 

There is a grant opportunity through the CleanBC Communities Fund (CCF) to increase the energy efficiency 
of public buildings, such as the Community Recreation Centre.  For municipal governments, the grant 
funding covers up to 73.33% of eligible project costs. The submission deadline is May 25, 2022.  
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Financial implication 

If the grant application is successful, the City will need to fund the remaining 26% of the estimated costs to 
undertake the building retrofit.  

It is estimated that the total project costs will be approximately $1,590,000. If the grant application is 
successful, the overall cost will be reduced by 73.33%, with an estimated net cost to the City of $425,000, as 
shown below. The net cost to the City will be built into the Facilities 2024 capital budget process.  

Staff Recommendation 
Total Project Cost Provincial Grant (33.33%) Federal Grant (40%) Net Cost to City 

$1,589,720 $529,853 $635,888 $425,000 
  

If the alternate recommendation is chosen (information in the Analysis section below), the estimated total 
project costs are $369,000, with a net cost to the City of just under $100,000, as shown below.  .  

Alternate Recommendation 
Total Project Cost Provincial Grant (33.33%) Federal Grant (40%) Net Cost to City 

$369,000 $122,987 $147,600 $98,413 
 

Analysis 

At the March 1st, 2022 meeting of Council, staff requested to use the Climate Action Reserve to fund energy 
audits for the Community Recreation Centre, as well as two other large corporate buildings. Council passed 
the following resolution: 

There was a short window of time to have the audits completed and to analyze and compile this information 
to utilize it for the CCF grant application. The audits performed on the Community Recreation Centre are 
highly technical, with all building components under examination such as light fixtures, mechanical units, 
building envelope, etc. The results of the audit for the Community Recreation Centre are in the table below: 

CleanBC Grant - Recommended Upgrades 

Audit 
Ranking 

Audit 
Reference Action  Total Cost 

Cost w/ 
Grant 

(73.33%) 

Annual GHG 
Reductions 

(tonnes) 

2 ECM#M2.1 
Partially Electrify Heating Loop by installing Air-
Source Heat Pumps $1,030,000 $275,731 132 

It was MOVED and SECONDED 
THAT Council approve of energy audits through FortisBC’s Custom Efficiency Program for the Community Recreation 
Centre, the South Okanagan Events Centre, and the Penticton Trade and Convention Centre with a net cost of 
$22,500 to be financed through the Climate Action Reserve. 

CARRIED UNANIMOUSLY 
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8 ECM#M8 
Repurpose Existing Heat Recovery Coils for 
Outdoor Air Preheat $190,000 $50,863 83 

3 ECM#M3 

Replace the Existing Standard Efficiency DHW 
Storage Heaters with New High Efficiency 
Condensing DHW Storage Heaters $179,000 $47,918 27 

4 ECM#M4 
Install a Water Source heat pump system to 
preheat DHW $172,000 $46,044 25.9 

1 ECM#M1 Install New Laminar Flow Low Flow Fixtures $4,700 $1,258 17 

10 ECM#M10 
Installation of Energy Saving Additive into Boiler 
Loop to Improve Efficiency of HVAC (Gas) System $4,020 $1,076 10.9 

11 ECM#M11 
Install Liquid Pool Cover to Reduce Energy Losses 
due to Evaporation during Unoccupied Periods $10,000 $2,677 7.8 

  Total: $1,589,720 $425,568 
304 tonnes / 

year 
 

Additional information on the recommended retrofits can be found in Penticton Community Centre Custom 
Energy Study Report (attachment B of this report). There are additional energy saving measures found in the 
report, however only retrofits with GHG emissions have been recommended to be included in the grant 
application as the focus of the CCF is for deep emissions reductions.  

A portion of the proposed retrofits to the Recreation Centre involve elements which will be required to be 
replaced/repaired place over the next few years as mechanical systems reach their end of life. The existing 
standard efficiency domestic hot water storage heaters (audit reference ECM#M3 in the table above) are due 
to be replaced in 2025 based on a life expectancy of 15 years. It has also been identified that the existing 
heat recovery coils were not being utilized to recover heat to the hydronic system as intended. The existing 
heat recovery coils will either have to be recommissioned, rebuilt or replaced, and it is recommended they 
be rebuilt (audit reference ECM#M8).   

To minimize the financial impact, an alternate recommendation has been provided which would reduce the 
scope of the grant application to ECM#M3 and ECM#M8. The estimated cost and GHG reductions for these 
two ECMs are in the table below:  

CleanBC Grant - Recommended Upgrades – Alternative 2 

Audit 
Ranking 

Audit 
Reference Action  Total Cost 

Cost w/ 
Grant 

(73.33%) 

Annual GHG 
Reductions 

(tonnes) 

8 ECM#M8 
Repurpose Existing Heat Recovery Coils for 
Outdoor Air Preheat $190,000 $50,863 83 

3 ECM#M3 

Replace the Existing Standard Efficiency DHW 
Storage Heaters with New High Efficiency 
Condensing DHW Storage Heaters $179,000 $47,918 27 

  Total: $369,000 $98,413 
110 tonnes / 

year 
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In 2019, corporate GHG emissions were 1,952 tC02e.   The 2022 CEEP has a short-term target of 25% 
reduction of GHG emissions by 2025, and 45% by 2030 (in line with the Intergovernmental Panel on Climate 
Change 1.5ºC target, both below 2009 levels), which are along the pathway to net zero by 2050.  By 
retrofitting the Community Recreation Centre for energy and emissions savings, it is estimated that annual 
corporate emissions will be reduced by 15%.  More than half of the short term target. If the alternate 
recommendation is selected, it is estimated that emissions will be reduced by 110 tonnes per year, reducing 
corporate emissions by 5%.  

If the CCF application is successful, the retrofits can be funded by up to 73.33% by the Federal and Provincial 
governments. It will be very difficult to achieve these types of meaningful emissions reductions relative to 
the required City investment, if successful. The CCF is a cost effective opportunity to retrofit the Community 
Recreation Centre while putting to action key strategies of the CCAP and CEEP. 

If the grant application is unsuccessful, facilities retrofits will be reviewed to determine how they align with 
other project priorities as part of a future year capital plan. The retrofits will be prioritized based on the 
projected GHG reductions, estimated capital cost, and annual operation and maintenance.  

Alternate Recommendation 

THAT the Community Sustainability Advisory Committee recommend Council direct staff to apply to the 
Clean BC Communities Fund to retrofit the Community Recreation Centre for the following energy 
conservation measures: 

Repurpose existing heat recovery coils for outdoor air preheat; and, 
Replace the existing standard efficiency DHW storage heaters with new high efficiency 
condensing DHW storage heaters 
 

Attachments 

Attachment A – CleanBC Communities Fund Intake 3 Program Guide 

Attachment B – Penticton Community Centre Custom Energy Study Report 

Respectfully submitted, 

David Kassian 
Community Sustainability Coordinator 

Concurrence  

General Manager 
of Infrastructure 

General Manager 
of Community 

Services 

Director of 
Finance 

KD 
 

AH 
EH 
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325 POWER ST, PENTICTON, BC V2A 7K9 

 

FORTISBC CUSTOM ENERGY STUDY REPORT  
 

MAY 6TH, 2022 

 
 
 

 

 
PENTICTON COMMUNITY CENTRE 

 

REPORT PREPARED BY: 

TEAM PROJECT ENGINEER:  
SEAN MACAODH  

TEAM PROJECT MANAGER:  
ROB TONE  

T|604.558.1650        bes-canada.com 
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Key Contacts Information 

Disclaimer 

1. The contents of this report are confidential and may be legally privileged.  This report is intended solely for 

the named customer(s). If you are not the named customer, you are hereby notified that any use, 

dissemination, or reproduction is strictly prohibited and may be unlawful. BES Ltd. makes no guarantees, 

representations or warranties with respect to the contents of this report, either express or implied, arising 

by law or otherwise, including, but not limited to effectiveness, completeness, accuracy, or fitness for a 

particular purpose.   

2. In no event will BES Ltd. be liable for any indirect, special incidental, consequential or other similar damages 

or loss, whether in contract, tort, breach of warranty, or otherwise, or for any loss of data, use, profits, or 

goodwill as related to the contents of this report.    

3. The thermal imaging scan will be limited in scope to the equipment used by BES Ltd. The inspection will be 

a non-invasive and non-destructive examination of the visible, safe and readily accessible portions of the 

interior and/or exterior of the structure for typical temperature/thermal variations. NO OTHER 

WARRANTIES OF ANY KIND, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, WARRANTIES 

REGARDING FUTURE USE, HABITABILITY, OPERABILITY, SUITABILITY OR MERCHANTABILITY WITH RESPECT 

TO THE SUBJECT PROPERTY ARE PROVIDED. 

4. Thermal imaging services do NOT include any inspections, examinations, testing or evaluations for harmful, 

dangerous or toxic substances, materials or environmental hazards, including, but not limited to: mold, bio-

aerosols, radon, lead, asbestos, non-biological airborne particulates, contaminants, petroleum products, 

petrochemicals, radioactive materials, electromagnetic radiation, or plant, animal or insect secretions or 

excretions. Infrared cameras are not moisture meters but can aid in identifying areas that warrant further 

investigation. If INSPECTOR offers any information or opinions about any of the foregoing, this information 

shall be deemed to be informational only and supplied as a courtesy to the CLIENT and shall not be deemed 

to be an amendment to this addendum or the commercial inspection agreement. 

5. CLIENT agrees to indemnify and hold BES Ltd, its agents, employees and inspectors for the presence of any 

harmful, dangerous or toxic substances or materials, or environmental hazards, including, but not limited 

to, those listed in item 4 of this disclaimer, as well as for any and all damages and liability for any mitigation, 

construction, or any other costs associated with the presence of any such hazards, substances or materials. 

6. If the CLIENT desires to obtain information regarding the presence of any harmful, dangerous or toxic 

substances, materials or environmental hazards, including, but not limited to, those listed in item 4 of this 

disclaimer, it is solely the responsibility of the CLIENT to contact and engage the services of qualified 

individuals or companies that specialize in the areas of specific interest or concern.  

7. The contents of this report must not be used as the basis of tender for the energy conservation measures 

mentioned herein. BES Ltd. makes no guarantees arising by law or otherwise, including, but not limited to 

effectiveness, completeness, accuracy, or fitness for a particular purpose of each measure. BES 

recommends the procurement of a registered Professional Engineer to carry out full in-depth design in 

accordance with said codes and requirements of all energy conservation measures described within this 

report.  
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Key Contacts Information 

1.1 Acknowledgements 

The BES Ltd. team would like to acknowledge the help, time and resources offered by many employees of 

City of Penticton. As this energy study process progressed over a period of 4 weeks, the 

Sustainability/Alternative Energy Coordinator, and maintenance and operating staff provided invaluable 

information relative to their specific area of expertise and physical work areas that was essential in building 

an accurate energy model for this audit.  

The true commitment to sustainability and energy efficiency by all staff was evident throughout this process.   

Specifically, BES Ltd. would like to acknowledge the help of the following staff members that were 

professionally involved throughout the completion of this project:  

• David Kassian (Community Sustainability Coordinator) 

• JJ Straker (Director of Operations) 

• Krystie Dorrell (Facilities Service Coordinator) 

• Chris Schmidt (Facilities Supervisor) 
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Key Contacts Information 

2 KEY CONTACTS INFORMATION 

Facility Name: Penticton Community Centre 

Facility Address: 325 Power St, Penticton, BC V2A 7K9 

 

Client Contact: David Kassian 

Client Address: 616 Okanagan Avenue East, Penticton, BC V26 3K6 

Client Email:  david.kassian@penticton.ca  

Client Tel#:  250.490.2527   

 

Consultant Site Team: Rob Tone, Aaron Fox 

Consultant Team: Sean Mac Aodh, Steven Arnold, Aaron Fox, Shayesteh Shahshahani, Rob Tone 

Consultant Contact: Suite #722 – 550 West Broadway, Vancouver, BC, V5Z 0A9 

Consultant Email:  sarnold@bes-canada.com 

Consultant Tel#: 604.558.1650
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Executive Summary 

3 EXECUTIVE SUMMARY 

3.1 Overview 

BES Ltd. was commissioned by City of Penticton to complete an ASHRAE Level 2 Energy Study at the Penticton 
Community Centre located at 325 Power St, Penticton, BC. The site audit was completed on March 30th, 2022, 
and the subsequent analysis of energy efficiency upgrades and energy conservation opportunities are 
provided in the following report. 

From the 12-month period comprised between January 2019 and December 2019, Penticton Community 
Centre consumed 9,977 GJ of natural gas which cost approximately $118,649 (ex. taxes). For the same 12-
month period, the facility consumed 2,657,760.0 kWh of electricity which cost approximately $221,126 (ex. 
taxes). Gas and electricity rates were estimated based on utility data consumption and pricing provided. 

The main drivers of natural gas and electricity in this facility are attributed to the following: 

Natural Gas Electricity 

Domestic Hot Water Heater (23.1%)  
Space Heating (31.7%)  
Pool Heating (45.2%) 

Lighting (18.2%) 
Fans & Pumps (45.6%)  
Miscellaneous – Plug Loads, Cooling (36.2%) 

In general, the status of energy efficiency initiatives at Penticton Community Centre is average. The site audit 
revealed several deficiencies in either equipment or facility O&M as well as the implementation of some 
industry best practices for energy efficiency. 

3.2 Methodology 

The Energy Study report is based on the historical energy consumption, existing mechanical and electrical 
systems, existing drawings, maintenance personnel discussions, and site visits conducted by BES Ltd. The 
energy end-use analysis was performed using standard engineering calculations based on occupancy, 
equipment operating conditions, historical energy consumption and weather data for the location. 

The energy conservation measures are evaluated for electrical consumption savings (kWh), natural gas 
savings (GJ) and GhG Emission Savings (Tonnes e-CO2/yr). The capital costs estimates are based on Class D 
Construction Costs Estimates (+/-30%). Costing includes equipment cost, labour, equipment removal, 
design, construction, commissioning, overhead and contingency. 

3.3 Consultant’s Bundle of Recommended Conservation Measures in Order of Priority 
Ranking 

Based upon BES Ltd. professional opinion and knowledge of the building, a broader set of criteria has been 
used to select a bundle of recommended Energy Efficiency and Energy Conservation Measures. These include: 

• Ease of implementation (minimal resources required). 

• Reduction of greenhouse gas emissions.  

• Simple Payback. 

• Measures that should be implemented to improve operation. 

• Measures that should be implemented to facilitate the implementation of other measures. 
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Executive Summary 

• Importance in enhancing or maintaining good indoor environment for occupants with due 
consideration to the following: provision of acceptable ventilation and space temperatures for the 
majority of occupants in the majority of spaces. 

• Improved ability to monitor and manage energy in the building. 

• Expected remaining useful life of equipment. 

The following table provides BES’s recommended measures in order of priority: 

Table 1: Summary of Recommended Measures 

R
an

ki
n

g 
#

 

ECM# 

Recommended Energy 
Conservation Measure 

(ECM) or Capital 
Upgrade Project1 

Cost Benefit Analysis Based on 
Incremental Costs  

 

Estimated 
Total Project 

Capital, 
Design & 

Install Cost 
($)2 

GhG 
Emission 
Savings 
(Tonnes 

eCO2/yr) 

Total 
Estimated 

Incremental 
Capital Cost 

Including 
Incentives3 ($) 

Estimated 
Total 

Annual 
Savings 
(Utility, 
Carbon, 

O&M) ($) 

Simple 
Payback 

(yrs) 

 

1 ECM#M1 
Install New Laminar Flow 

Low Flow Fixtures  
$4,700 $4,778 1.0  $4,700 17.0 

2 ECM#M2.1 
Partially Electrify Heating 

Loop by installing Air-
Source Heat Pumps 

$570,000 $19,345 29.5  $1,030,000 131.9 

3 ECM#M3 

Replace the Existing 
Standard Efficiency DHW 
Storage Heaters DHWT-1 

& DHWT-2 with New 
High Efficiency 

Condensing DHW 
Storage Heaters 

$43,000 $8,683 5.0  $179,000 27.4 

4 ECM#M4 
Install a Water Source 
heat pump system to 

preheat DHW 
$171,600 $5,842 29.4  $171,600 25.9 

 

1 Note that the provided costs, savings, and associated paybacks are estimates, and should be investigated in 
further detail before proceeding with these measures. Readers are encouraged to read the report in its entirety 
for more detailed information. 

2 Project Capital Cost is the total estimated capital cost including design & install which the client will incur for 
implementation of the measure. 

3 Incremental costs are shown (cost difference between a standard efficiency equipment and high efficiency 
equipment). 
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Executive Summary 

R
an

ki
n

g 
#

 

ECM# 

Recommended Energy 
Conservation Measure 

(ECM) or Capital 
Upgrade Project1 

Cost Benefit Analysis Based on 
Incremental Costs  

 

Estimated 
Total Project 

Capital, 
Design & 

Install Cost 
($)2 

GhG 
Emission 
Savings 
(Tonnes 

eCO2/yr) 

Total 
Estimated 

Incremental 
Capital Cost 

Including 
Incentives3 ($) 

Estimated 
Total 

Annual 
Savings 
(Utility, 
Carbon, 

O&M) ($) 

Simple 
Payback 

(yrs) 

 

5 ECM#M5 
Repair/Replace Door 

Seals 
$1,800 $358 5.0  $1,800 1.3 

6 ECM#M6 
PlugMiser Retrofit to 
Computer Monitors 

$1,185 $275 4.3  $1,185 0.03 

7 ECM#M7 

Install New Variable 
Speed Drives & 

Occupancy Sensors on 
Swirl Pool & Water Slide 

Pumps 

$36,700 $5,150.02 7.1  $36,700.00 0.54 

8 ECM#M8 

Repurpose Existing Heat 
Recovery Coils in MUA-5, 

MUA-6 & MUA-7 for 
Outdoor Air Preheat 

$180,400 $24,952.33 7.2  $190,400.00 83.1 

9 ECM#M9 
DHW Recirculation 

Pump VFD Retrofit and 
Scheduling 

$4,250 $829.64 5.1  $4,250.00 2.6 

10 ECM#M10 

Installation of Energy 
Saving Additive into 

Boiler Loop to Improve 
Efficiency of HVAC (Gas) 

System 

$4,020 $3,988.44 1.0  $4,020.00 10.9 

11 ECM#M11 

Install Liquid Pool Cover 
to Reduce Energy Losses 

due to Evaporation 
during Unoccupied 

Periods 

$10,000 $2,186.43 4.6  $10,000.00 7.8 

L ECM#L1 Lighting Upgrades $120,137 $52,354.44 2.3  $130,771.32 1.2 

          

TOTAL SUM OF BUNDLED MEASURES $1,147,792 $129,038 8.9 
 

$1,764,500 309.7 

All costs are estimates of probable cost and should be used for budgetary purposes only and assume that they will 
be undertaken ‘in-house’ at one time. There are also some measures included in the body text which cannot be 
quantified and as such are not included in the summary table.  
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3.4 O&M Action Items (High Importance) 

The following issues were observed during the site audit: 

❖ Ventilation to the mechanical room:  
There is currently no ventilation air to the basement mechanical room. This is a sensitive environment 
with chlorine systems. There has been reports of premature VFD failures in the mechanical room due 
to the presence of chlorine particulates in the air.  
It should be considered a priority to install a suitable ventilation system to exhaust corrosive, stale air 
and provide outdoor air to the basement mechanical room. BES recommends the procurement of a 
registered Professional Engineer to carry out a full in-depth design in accordance with code for the 
mechanical room ventilation system. 
 

❖ Water cooled chiller: A number of issues have been reported with the on-site water-cooled chiller 
over the years. There have been reports of failed compressors, heat exchangers and controllers.   
 

 

Figure 1 - Existing Multistack Water-Cooled Chiller 

It is recommended to procure a service contract with a chiller specialist service company to ensure 
the chiller is maintained quarterly to prolong service life and reduce component failure. 

❖ Corroded Ductwork – There is significant corrosion on the ductwork in the mechanical room likely due 
to the chlorine environment. It is recommended to replace this and all other corroded ductwork and 
pipework. 

❖ Fitness Centre (AHU-1): The C02 setpoint is approximately 1000PPM, this is quite a high setpoint and 
may result in complaints of stuffiness and odors from occupants. It is recommended to revise current 
setpoint to 800PPM to achieve a better indoor air quality and reduce the transmission of airborne 
contaminants.  

❖ Limited/Missing thermal insulation on thermal pipework and ductwork. Recommended to replace 
the thermal insulation on deteriorating ductwork & pipework. 
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Executive Summary 

 

Figure 2: Typical uninsulated pipework and corroded ductwork in mechanical room 

   

Figure 3: Typical AHU Hydronic Pipework 

❖ DDC Scheduling: At the time of the site visit, the DDC schedules appeared to have been cleared. This 
results in units operating to their setpoint only with no time control. Facilities maintenance have said 
this is not usually the case and is therefore represented as a maintenance item as opposed to an 
Energy Conservation Measure. 

❖ The guard screen of the cooling tower is not secured to the unit. This should be properly fastened 
to ensure that efficient operation and maintenance can occur. 

   

Figure 4: Existing Cooling Tower 

Corroded 
Heating 
Pipework  
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Executive Summary 

❖ Baseboard heaters were noted to be in poor condition (corroded and leaking). Recommended to 
replace with new hydronic baseboard heater. 

 

Figure 5: Typical Hydronic Baseboard Heater  

❖ Domestic hot water (DHW) in the mechanical room is stored at 52°C (126°F). Building code states 
that hot water storage shall not be below 60°C (140°F) to control the propagation of Legionella 
bacteria. It is recommended that building operators check the DHW storage temperature on a bi-
weekly basis to ensure the DHW storage temperature complies with code. To reach to higher 
temperature both the lower and the upper operating thermostats must be changed. 

 

Figure 6: Typical Thermometer on DHW Storage Tank Showing 52°C (126°F) 

❖ The DDC screenshot below incorrectly labels the preheat tanks as DHWT-1/2 when they should be 
named as DHWPH-1/2. The direct gas-fired tanks are also omitted from the DDC. Going forward 
these two inaccuracies should be corrected so the DDC represents the building correctly. 

 

Figure 7: DDC Screenshot showing incorrect labels and two tanks missing          

Corroded 
Baseboard 
Heater  
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3.5 Summary of Savings from Recommended Bundle 

The energy conservation measures (ECMs) and capital upgrade projects recommended have potential to 
deliver the savings in the following table. 

Table 2: Potential Saving from Implementing Recommended ECMs and Capital Upgrade Projects 

Recommended Energy Conservation Measure in order of priority 
Total Sum of Bundled 

Measures 

Cost Benefit 
Analysis Based 
on Incremental 

Costs 

Total Energy (Natural Gas and Electricity) Savings 
(e-kWh) 

1,654,607 

Estimated Total Annual Savings (Energy, Utility, Carbon, 
O&M) ($) 

$129,038 

Pre-incentive Estimated Incremental Capital Cost ($) $1,165,926 

Applicable Incentives ($) $18,134 

Total Estimated Incremental Capital Cost ($) $1,147,800 

Simple Payback (yrs) 8.9 

Anticipated Energy Use Intensity Reduction 
(e-kWh/m2/yr) 

177.5 

Estimated Total Project Capital, Design & Install Cost ($) $1,764,500 

GhG Emission Savings (Tonnes e-CO2/yr) 309.7 

Refer to Table 29, for a summary of all potential savings from mechanical, electrical and control systems as 
per the scope of the Energy Study.  

The following Figure shows the annual greenhouse gas emissions reduction equivalent should all proposed 
measures be implemented.  

 

Figure 8: Annual Greenhouse Gas Emissions Reduction by Implementing the Recommended Measures4 

 

4 United States Environmental Protection Agency (EPA), Greenhouse Gases Equivalencies Calculator, 
www.epa.gov/energy/greenhouse-gases-equivalencies 

...or  planting

5161 trees 
per year 

(medium growth 
coniferous)

...removing

66 cars per 
year off the 

roads...

Greenhouse Gas 
(GHG) Emissions 

reduction 
equivalent to...
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4 EXISTING FACILITY AND BUILDING DESCRIPTION 

4.1 Overview 

Facility Description: The Penticton Community Centre is a three (3) storey building. The centre 
provides space for recreation activities including the aquatic centre, a 
gymnasium, dance studios, a community theatre, and associated 
administrative areas.  

Facility Size:                   100,330 ft2 (9,321 m2) 

Year of Built: 
 

1981 & renovated in 2010 

Type of Use:  Recreational Centre 

Structure: The building is a concrete structure with concrete masonry unit infill walls, 
steel roof framing and a glulam post and beam entry atrium. 
 

Envelope: The envelope appears to be in average condition. It was noted that there 
are envelope weaknesses including poor seals on entrance and exit doors. 
Envelope upgrades could improve the buildings overall R-Value, but this 
may not prove to be cost effective.  

4.2 Facility Utility Accounts and Rates 

The utility rates used to calculate energy savings throughout this report were based on utility data 
consumption and cost provided by Energy Advantage Inc. and are as follows: 

4.2.1 Electricity (Fortis BC – Large Commercial Service Rate) 

Fortis BC Account Number:  862096 

Consumption charge:   $0.0832/kWh   

Demand Charge:    $0.00 

4.2.2 Natural Gas (Fortis BC – Rate 2) 

Fortis BC Account Number:                                  321683 

Consumption charge*:   $11.892/GJ  

4.2.3 GhG Emissions Factor5  

Natural gas GHG emissions intensity:   0.04987 tCO2e/GJ 

Electricity GHG emissions intensity:   1.06704E-05 tCO2e/kWh 

4.2.4 Carbon Tax 

Carbon Tax:     $45/e-tCO2 of lifetime GhG savings.  

 

5 Carbon Offset Emissions Factors Handbook Version 2, Table 1 and Table 5. 
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4.3 Financial Analysis – Escalation Rates6 

The following escalation rates are used in the financial analysis calculations within this report: 

 

  

 

6 BES’s Business Case Standard Economic Assumptions Unit Conversions and Energy Prices. 

Electricity Escalation 2022 onwards: 3.0% 

Natural Gas Escalation through 2022: 2.0% 

Natural Gas Escalation 2022 onwards: 3.0% 

O&M Cost Escalation: 2.0% 

Discount rate (including general 
inflation): 

3.5% 
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4.4 Site Layout Plan 

The following site layout plan identifies the building studied as per the scope of the Energy Study: 

   

Figure 9: Site Layout Plan – The Penticton Community Centre 

  

The Penticton Community 
Centre 
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4.5 Mechanical Systems 

4.5.1 Space Heating & Cooling Systems 

The facility has a four-pipe heating/cooling closed loop supply and return water distribution system. 
This allows for simultaneous heating and cooling of different areas within the Community Centre.  

A MULTISTACK Modular Water-Cooled Chiller generates chilled water on the evaporator side which is 
distributed to the cooling coils in the rooftop air handling units and fan coil units located throughout 
the building. The heat rejected from the condenser side of the chiller is utilised in the heating loop. 
The chiller has a total capacity of 100 Tons comprised of four (4) modules (m/n: MS50X6C2H1-R410A) 
each with a nominal capacity of 25 Tons. 

The chillers were installed in 2010 and have approximately 13 years left of useful life remaining as per 
ASHRAE (American Society of Heating, Refrigerating and Air-Conditioning Engineers) life expectancy 
guidelines, provided regular maintenance is carried out. ASHRAE life expectancy for a packaged chiller 
is 25 years. The chiller is located in the basement mechanical room.   

  

Figure 10: Multistack Water-Cooled Chiller 

Chilled water is distributed throughout the chilled water loop by VFD controlled pumps P-7 & P-8. The 
system flow rates are adjusted as required based on the differential pressure sensors and monitored 
by the DDC system.  

  

Figure 11: Existing Chilled Water Supply Pumps (P-7 & P-8) & VFD’s.  
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Figure 12: DDC Screenshot showing the Water-Cooled Chiller  

As depicted in the Figure above, the heat rejected by the condenser side of the MULTISTACK chiller is 
utilized in the heating loop. 

Primary heating to Penticton Community Centre is provided by two (2) high efficiency HARSCO 
INDUSTRIAL (m/n: C-3000) natural gas fired condensing boilers. The boilers have an input rating of 
3,000,000 BTU/hr each with a predicated plant seasonal efficiency of approximately 95%, (285,000 
BTU/hr output). The boilers were installed in 2010 and have approximately 13 years of useful life 
remaining, as per ASHRAE (American Society of Heating, Refrigerating and Air-Conditioning Engineers) 
life expectancy guidelines. ASHRAE life expectancy for a boiler is 25 years.  

 

Figure 13: Existing Two (2) High Efficiency HARSCO INDUSTRIAL Boilers  

Heating water is circulated through the boilers to the header by two (2) constant speed circulation 
pumps (P-1 & P-2). These pumps are mounted at high level in the mechanical room. 
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Figure 14: Primary boiler pumps (P-1 & P-2) 

The heating water is distributed from the header throughout the building to the heating coils and 
hydronic heaters by two (2) duty/standby variable speed circulating pumps (P-3 & P-4).  

  

Figure 15: Heating Loop Distribution Pumps (P-3 & P-4) & Typical TR200 VFD 

The hot water heating loop components are monitored and controlled via the Houle DDC system. 

 

Figure 16: DDC Screenshot for Boiler System 
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A MARLEY cooling tower located on the roof provides heat rejection from the heating (condenser) 
loop. The Marley unit (m/n: AQ-495K) was also installed in 2010. According to the facilities operation 
team the cooling tower is only required during times of peak cooling load. This typically occurs when 
the outside temperature exceeds 310C. 

 

Figure 17: Marely Cooling Tower for Heat Rejection on Roof 

The open cooling tower is connected to the hydronic system through a plate heat exchanger (HEX-6). 
This heat exchanger prevents dirt & contaminates entering the system. The constant speed condenser 
water pump (P-11) circulates water through the heat exchanger to the cooling tower distribution pipe 
where it is evenly distributed through the cooling tower media. The cooling tower fan is VFD controlled. 

  

Figure 18: Existing Cooling Tower Pump & Heat Exchanger (HEX-6 and P-11) 
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Figure 19: DDC Screenshot of Existing Cooling Tower System 

Fan coil units located throughout the building supply conditioned air to the spaces. Each fan coil 
incorporates a heating coil fed from the hot water loop and a cooling coil fed from the chilled water 
loop. The fan coil units are controlled via the DDC system and a local room temperature sensor. 

During occupied times, when cooling is required, the 2-way control valve serving the cooling coil is 
modulated open based on the supply air temperature. When the cooling setpoint is reached, the valve 
is closed and the unit returns to standby mode.  

During occupied times, when heating is required, the 2-way control valve serving the heating coil is 
modulated open based on the supply air temperature. When the heating setpoint is reached, the valve 
is closed and the unit returns to standby mode.  

There are thirty-nine (39) fan coils located throughout the premises serving various zones.  

 

Figure 20:  Typical Fan Coil Unit in FMO Office 
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Figure 21 - Typical DDC Screenshot of fan coil units (FC-101 in heating, FC-114 in cooling) 

  

Figure 22: Typical Wall-Mounted Room Temperature Sensors 

Supplementary heating is also provided to the building via Hydronic Unit Heaters. There are four (4) 
TRANE hydronic unit heaters serving the theatre. Based on ASHRAE guidelines, the estimated life 
expectancy of a hydronic unit heater is 20 years. The unit heaters are controlled via the DDC system 
and room temperature sensor. Upon a call for heat, the unit heater is enabled, and the 2-way control 
valve is modulated open providing heat to the space. 

   

Figure 23: Typical Hydronic Unit Heaters in the Theatre  

Supplementary Heating to top floor stairways is provided by hydronic baseboard heaters. The 
baseboard heaters are equipped with integral manually controlled thermostats. Based on ASHRAE 
guidelines, the estimated life expectancy of a hydronic baseboard heaters is 25 years. 
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Figure 24: Typical Hydronic Baseboard Heaters 

Space Heating to the electrical room is provided by (1) electric unit heater installed at high level.   

 

Figure 25: Existing Electric Unit Heater 

  

Evidence of corrosion 
on radiator fins and 
pipework. 
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4.5.2 Ventilation & HVAC System 

Fitness Centre 

Heating, ventilation, and air-conditioning (HVAC) to the fitness centre is provided by a single packaged 
TRANE Air Handling Unit (AHU-1). The packaged unit is installed with a hydronic heating, hydronic 
cooling coil, supply air, return air, mixing section, controls, and filter section.  

AHU-1 is in good condition and has approximately 7 years of useful life remaining. Based on ASHRAE 
guidelines, the estimated life expectancy of an air handling unit is 20 years. 

  

Figure 26: AHU-1 supplying conditioned air to the Fitness Center via diffuser grills   

During operation, return air is drawn by the return fan into the mixing sections where it mixes with the 
outdoor air that enters the unit through the side air intake louvers. The outdoor air percentage is 
modulated based on the requirements in the space, the exhaust air dampers are modulated at the 
same rate to ensure neutral pressurization. The mixed air is drawn through the filter section and 
hydronic coils, to the supply fan intake. The supply fan then discharges the filtered air to the supply air 
duct system. The conditioned air is supplied by a network of distribution ductwork which terminates 
through supply air grilles in the space. The C02 setpoint is approximately 1000PPM, this is quite a high 
setpoint and may result in complaints of stuffiness and odors from occupants.  

 

Figure 27 - DDC Screen Graphic of AHU-1 
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Theatre Lobby 

Heating, ventilation, and air-conditioning (HVAC) to the Theatre lobby is provided by a single TRANE 
air handling unit (AHU-2). The packaged unit is installed with a hydronic heating & cooling coil, supply 
air section, return air section, controls, and filter section.  

AHU-2 is in average condition and has approximately 7 years of useful life remaining. Based on ASHRAE 
guidelines, the estimated life expectancy of an air handling unit is 20 years. 

 

Figure 28: AHU-2 supplying conditioned air to the Theatre Lobby   

During operation, return air is drawn by the return fan into the mixing sections where it mixes with the 
outdoor air that enters the unit through the side air intake louvers. The outdoor air percentage is 
modulated based on the requirements in the space, the exhaust air dampers are modulated at the 
same rate to ensure neutral pressurization. The mixed air is drawn through the filter section and 
hydronic coils, to the supply fan intake. The supply fan then discharges the filtered air to the supply air 
duct system. The conditioned air is supplied by a network of distribution ductwork which terminates 
through supply air grilles in the space. 

 

Figure 29 - DDC Screen Graphic of AHU-2 
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Pool Area 

Heating, ventilation, air-conditioning, and dehumidification to the Pool area is provided by two (2) 
custom TRANE air handling units (AHU-3 & AHU-4). Each unit is equipped with hydronic heating and 
cooling coils, supply air section, controls, return fan section, heat recovery and filter sections.  

AHU-3 is located on the west side of the pool in a mechanical penthouse. The unit is in good condition 
and has approximately 7 years of useful life remaining. Based on ASHRAE guidelines, the estimated life 
expectancy of a rooftop unit is 20 years. AHU-4 is located in the east side mechanical penthouse and 
is in average condition.  Significant corrosion was observed on the heat recovery pipework of AHU-4. 

   

Figure 30: AHU-3 (West) & AHU-4 (East) 

It is deduced that AHU-3 operates as a dedicated dehumidification unit for the pool area. 100% 
outdoor air is drawn into the unit, passed through the filter section and is chilled to remove moisture 
from the outdoor air before being reheated to the desired temperature. This dry fresh air is then 
distributed throughout the space by the supply fan through the network of ducts and diffusers. The 
DDC Screen graphic below illustrates AHU-3 operating in dehumidification mode.  

According to the unit shop drawings, AHU-3 was not supplied with any return fan, heat recovery or 
mixed air sections. 

 

Figure 31 - Exhaust air louver for AHU-3 

In dehumidification mode, the return air is directly exhausted from the building, the units have a 
changeover heat recovery / heat rejection coil in the exhaust air stream. In the summer this coil can 
be used to reject heat from the heating loop, in the winter the unit can recover heat from exhaust air 
stream. It was noted that these coils are not being utilised during the shoulder season.  The exhaust 
air is damper was observed to be in a closed position, this should be opened if the HRC is not in use to 
reduce the external static pressure on the return fan.  
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Figure 32 - AHU-3 in de-humidification mode  

During normal operation, return air is drawn by the return fan into the unit where it mixes with the 
outdoor air that enters the unit through the side air intake louvers. After the air mixes, it is drawn 
through the filter section and hydronic coils where it is heated or cooled, to the supply fan intake. The 
supply fan then discharges the filtered air to the supply air duct system. The conditioned air is supplied 
by a network of distribution ductwork which terminates through supply air grilles in the space. 

 

Figure 33 – DDC Screen graphic AHU-4 in “Normal” operation 

  

33



Penticton Community Centre 

Ref: 22-B522 

 

©2022                                                                  bes-canada.com | T. 604.558.1650 Page 28 of 112 

Existing Facility and Building Description 

Changing Rooms 

Heating, ventilation, and air-conditioning (HVAC) to the Changing Rooms is provided by a single Custom 
Air Handling Unit (MUA-5) manufactured by HAAKON INDUSTRIES. The unit is installed with hydronic 
heating & cooling coils, separate return and supply air streams, controls, and filter sections.  AHU-5 is 
in good condition and has approximately 7 years of useful life remaining. Based on ASHRAE guidelines, 
the estimated life expectancy of a rooftop unit is 20 years. 

  

Figure 34: MUA-5 supplying conditioned air to the Theatre Stage & Changing rooms   

During operation, stale air is extracted from the space by the return fan to the dedicated return air 
track and through the heat recovery coil before being exhausted outside. During the shoulder season 
the bypass dampers are 100% open and the HRC is bypassed.  100% outdoor air is drawn into the 
supply air track where it is filtered prior to being heated or cooled as required by the hydronic coils. A 
bypass damper is installed alongside the cooling coil to ensure there is no airflow through the coil when 
it is not in use. This filtered conditioned air is then supplied through a network of distribution ductwork 
which terminates through supply air grilles in the space. 

It is recommended to recommission the heat recovery coil sequence of operation or repurpose the 
coils to preheat the fresh air coming into the unit. 

 

Figure 35 - DDC Screen graphic of MUA-5 in operation 
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Building West 

Heating, ventilation, and air-conditioning (HVAC) to the Changing Rooms is provided by a single Custom 
Air Handling Unit (MUA-6) by HAAKON INDUSTRIES. The unit is installed with hydronic heating & 
cooling coils, separate return and supply air streams, controls, and filter section.  MAU-6 is in good 
condition and has approximately 7 years of useful life remaining. Based on ASHRAE guidelines, the 
estimated life expectancy of a rooftop unit is 20 years. 

  

Figure 36: MUA-6 & Supply fan VFD 

During operation, stale air is extracted from the space by the return fan to the dedicated return air 
track through the heat recovery coil before being exhausted outside. During the shoulder season the 
bypass dampers are 100% open and the HRC is bypassed. 100% outdoor air is drawn into the supply 
air track where its is filtered prior to be heating heated or cooled by the hydronic coils. A bypass 
damper is installed alongside the cooling coil to ensure there is no airflow through the coil when it is 
not in use. This filtered conditioned air is then supplied through a network of distribution ductwork 
which terminates through supply air grilles in the space. Both the supply and return fans run on VFD’s. 

It is recommended to recommission the heat recovery coil sequence of operation or repurpose the 
coils to preheat the fresh air coming into the unit. 

 

Figure 37 - DDC Screen graphic of MUA-6 in operation 
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Building East – Pool Changing Rooms & Reception 

Heating, ventilation and air-conditioning (HVAC) to the East side of the building is provided by a 
HAAKON Custom Air Handling Unit (MUA-7). The unit is installed with hydronic heating & cooling coils, 
separate return and supply air streams, controls, and filter section.  MAU-7 is in good condition and 
has approximately 7 years of useful life remaining. Based on ASHRAE guidelines, the estimated life 
expectancy of a rooftop unit is 20 years. 

 

Figure 38: AHU-7 Supplying Conditioned Air to East Building 

During operation, stale air is extracted from the space by the return fan to the dedicated return air 
track through the heat recovery coil before being exhausted outside. During the shoulder season the 
bypass dampers are 100% open and the HRC is bypassed. 100% outdoor air is drawn into the supply 
air track where its is filtered prior to be heating heated or cooled by the hydronic coils. A bypass 
damper is installed alongside the cooling coil to ensure there is no airflow through the coil when it is 
not in use. This filtered conditioned air is then supplied through a network of distribution ductwork 
which terminates through supply air grilles in the space. Both the supply and return fans run on VFD’s. 

It is recommended to recommission the heat recovery coil sequence of operation or repurpose the 
coils to preheat the fresh air coming into the unit. 

 

Figure 39 - DDC Screen Graphic of AHU-7 

36



Penticton Community Centre 

Ref: 22-B522 

 

©2022                                                                  bes-canada.com | T. 604.558.1650 Page 31 of 112 

Existing Facility and Building Description 

Two (2) reheat coils (HC-1 & HC-2) fed by the heating loop are located in the supply air ductwork to 
the male & female changing rooms ensure an adequate temperature is maintained in the changing 
room area. 

 

Figure 40 - DDC Screen graphic of Reheat Coils (HC-1 & HC-2) 
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4.5.3 Pool Heating 

The swimming pool, leisure pool & hot tub are each heated via a plate heat exchanger (HEX-1, HEX-2, 
HEX-3) which are fed from the heating loop. A control valve regulates the heating water flow to each 
heat exchanger, this valve is modulated by the DDC system based on the load side setpoint water 
temperature.  

   

Figure 41 - HEX-1 serving the 25m Pool & typical control valves 

25m Lap Pool  

The pool water is drawn through the pump strainer by the VFD controlled primary pool pumps (PP-001 
& PP-002). The water is then pumped through the NEPTUNE-BENSON DEFENDER pool filter (PF-1), 
where large dirt and sediment is removed. The next stage is UV filtration, the water is circulated 
through the HANNOVIA UV Filter (UV-1), where it flows through a graphite housing where 
concentrated UV light attacks and destroys bacteria, algae and other microorganisms. This “filtered” 
water is then passed through the heat exchanger (HEX-1) to be heated before being supplied to the 
pool.  The utilisation of a UV filter reduces the amount of chlorine and chemical treatment required in 
the system. A secondary pump (PP-015) is energised when chlorine is being added to the system.  

   

Figure 42 - Primary Pump, UV Filter & Pool Filter for 25m Pool 
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Figure 43 - 25m Lap Pool 

 

Figure 44 - DDC Screen Graphic depicting 25M pool mechanical system 
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Leisure Pool 

The leisure pool water is drawn through the pump strainer by the VFD controlled primary pumps (PP-
003 & PP-004). The water is then pumped through the NEPTUNE-BENSON DEFENDER pool filter (PF-2), 
where large dirt and sediment is removed. The next stage is UV filtration, the water is circulated 
through the HANNOVIA UV Filter (UV-2), where it flows through a graphite housing where 
concentrated UV light attacks and destroys bacteria, algae and other microorganisms. The “filtered” 
water is then passed through the heat exchanger (HEX-2) to be heated before being supplied to the 
leisure pool.  The utilisation of a UV filter reduces the amount of chlorine and chemical treatment 
required in the system. A secondary pump (PP-016) is energised when chlorine is being added to the 
system.  

  

Figure 45 - Primary Pumps (PP-003 & PP-004) serving Leisure Pool (pictured) 

 

Figure 46 - DDC Screen Graphic showing Leisure Pool mechanical systems 

Hot Tub 

Hot Tub water is drawn through the pump strainer by the VFD-controlled primary circulation pump 
(PP-005). The water is then circulated through the NEPTUNE-BENSON pool filter (PF-3), where large 
dirt and sediment is removed. The next stage is UV filtration, the water is circulated through the 
HANNOVIA UV Filter (UV-3), where it flows through a graphite housing in which a concentrated UV 
light attacks and destroys bacteria, algae and other microorganisms. The “filtered” water is then 
passed through the heat exchanger (HEX-3) to be heated before being supplied to the hot tub.  The UV 
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filter reduces the amount of chlorine and chemical treatment required in the system. A secondary 
pump (PP-017) is energised when chlorine is being added to the system.  

  

Figure 47 - Primary Pump (PP-005) serving Hot Tub & Typical Chlorine Tank Pump 

 

Figure 48 - DDC Screen Graphic of the Hot Tub system 

Examining the DDC graphics, there is a clear difference in the supply water temperature required for 
each pool as detailed in the table below. As swimmers are more active in the 25m pool the water is 
maintained at a lower temperature so occupants do not experience overheating. The leisure pool and 
hot tub where occupants are less active are maintained at a higher temperature. 

Table 3 - Pool Setpoints & Flow Rate 

 Setpoint Temp 0C Actual Supply Temp 0C Flow Rate (GPM) 

25M Lap Pool 29.5 29.7 1062 

Leisure Pool 36.9 37.4 1034 

Hot Tub 42.3 43.1 753 
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Water Features & Pumps 

There are several water features located in the main pool hall including a water slide, water arch and 
a lazy river. Each of these features has a dedicated pump in the mechanical room. The DDC screen 
graphic below depicts each pump and the feature it serves. 

 

Figure 49 - DDC Screen Graphic of Pool Water Features 

VFD controlled Pump PP-013 provides flow for the Lazy River Water feature (WF-7). This pump is the 
only pump serving a water feature which has variable speed control.  

 

Figure 50 – PP-013 - VFD controlled Pump serving the Lazy River 

The rest of the water feature pumping equipment is constant speed and powered via typical wall 
mounted pump starters.  
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Figure 51: PP-014 serving water slide (WF-8) & PP-008 serving Water Column (WF-2) 

    

Figure 52: PP-012 serving WF-6 Deck Spray & Typical Motor Starter Panels 

It is anticipated that pumping energy could be reduced through the implementation of VFDs to control 
the larger water feature pumping loads such as PP-014 Water Slide & PP-06 Swirl Pool. Adding demand 
and speed control to these features has the potential to reduce pumping loads. 

An electric steam generator in the basement mechanical room produces steam for the steam room. 

 

Figure 53 - Electric Steam Generator 
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4.5.4 Exhaust System 

Air is exhausted from the washrooms by dedicated exhaust fans. Exhaust fans EF-4 & EF-5 & EF-6 serve 
the chlorine & acid rooms. These fans have filter sections to prevent contaminants from these sensitive 
pathogens being exhausted into the atmosphere. The exhaust fans are controlled manually by a switch. 

   

Figure 54: Typical Washroom & Kitchen Storage & Roof Mounted Exhaust  

4.5.5 Domestic Hot Water (DHW) System 

Domestic hot water at Penticton Community Centre is produced in the ground floor mechanical room. 
The incoming Domestic Cold Water (DCW) is preheated by two (2) Indirect DHW Storage tanks, 
DHWPH-1 & DHWPH-2 each with a storage capacity of 400 Gallons. DHW circulation pump P-14 
circulates hot water from the heating loop through the indirect coils of the preheat tanks. This 
preheated water is then fed to the direct fired natural gas storage heaters DHWT-1 & DHWT-2 where 
it is heated and stored at desired temperature. 

DHWT-1 & DHWT-2 are standard efficiency natural gas fired DHW storage heaters manufactured by 
PVI Industries with 400 Gallons of storage capacity. Each gas-fired burner has an input capacity of 
600,000 BTU/hr at a rated nameplate efficiency of 81%. It was noted that these units were not on the 
DDC system, these units should be integrated to the DDC system for improved monitoring & 
controllability. 

The DHW heaters were installed in 2010 and are in average condition and based on ASHRAE guidelines, 
have another 3 years of estimated life expectancy remaining. It is anticipated that the overall efficiency 
of the DHW production system could be improved if the existing standard efficiency water heaters 
were replaced with new high efficiency alternatives. 

   

Figure 55: Existing Storage Water Heaters DWHPH-1 (Left) & DHWT-1 (right) 
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Figure 56: Circulation Pump (P-12) & DHW Recirc Pump (P-14) 

 

Figure 57 - Screen Graphic depicting existing DHW preheat system 

4.5.6 HVAC Equipment Tables 

A complete inventory of heating equipment is provided in Appendix A. 

4.6 HVAC Control System and Strategy 

4.6.1 Description Control System 

As described in the previous sections all HVAC units and lights are monitored and controlled by the RC 
studios DDC System. 

The baseboard heaters and wall mounted force flow heaters throughout the building are controlled 
manually by integral or wall-mounted thermostats. The domestic hot water boilers have integral 
control to maintain temperature set-point in the storage tanks.  
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Figure 58: Typical Wall-Mounted Thermostats connected to DDC  
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4.7 Maintenance and Operating Issues 

The following issues were observed during the site audit: 

❖ Ventilation to the mechanical room:  
There is currently no ventilation air to the basement mechanical room. This is a sensitive environment 
with chlorine systems. There has been reports of premature VFD failures in the mechanical room due 
to the presence of chlorine particulates in the air.  
It should be considered a priority to install a ventilation system to exhaust stale air and provide fresh 
air to the basement mechanical room. BES recommends the procurement of a registered Professional 
Engineer to carry out a full in-depth design in accordance with code for the mechanical room 
ventilation system. 
 

❖ It is recommended that the exposed pipework be insulated with suitable pipe insulation to prevent 
unnecessary heat loss, which will result in a lower hot water demand. It was also noted that majority 
of the valves were also not thermally insulated which is causing excessive heat loss. 

 

Figure 59: Missing Thermal Insulation on Pipework          

❖ Water cooled chiller: A number of issues have been reported with the on-site water-cooled chiller 
over the years. There have been reports of failed compressors, heat exchangers and controllers.   

 

Figure 60 - Existing Multistack Water-Cooled Chiller 

It is recommended to procure a service contract with a chiller specialist service company to ensure the 
chiller is maintained quarterly to prolong service life and reduce component failure. 
 

❖ The guard screen of the cooling tower isn’t secured to the unit. This should be properly fastened to 
ensure that efficient operation and maintenance can occur. 

Missing 
/Limited 
Thermal 
Insulation 
on 
Pipework 
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Figure 61: Existing Cooling Tower 

❖ Baseboard heaters were noted to be in poor condition (corroded and leaking). Recommended to 
replace with new hydronic baseboard heater. 

 

Figure 62: Typical Hydronic Baseboard Heater  

❖ Domestic hot water (DHW) in the mechanical room is stored at 52°C (126°F). Building code states 
that hot water storage shall not be below 60°C (140°F) to control the propagation of Legionella 
bacteria. It is recommended that building operators check the DHW storage temperature on a bi-
weekly basis to ensure the DHW storage temperature complies with code. To reach to higher 
temperature both the lower and the upper operating thermostats must be changed. 

 

Figure 63: Typical Thermometer on DHW Storage Tank Showing 52°C (126°F) 

  

Corroded 
Baseboard 
Heater  
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❖ DDC Scheduling: At the time of the site visit, the DDC schedules appeared to have been cleared. This 
meant that units were purely operating to their setpoint with no time control. Facilities maintenance 
have said this is not usually the case and is therefore represented as a maintenance item as opposed 
to an Energy Conservation Measure. 
 

❖ The DDC screenshot below incorrectly labels the preheat tanks as DHWT-1/2 when they should be 
named as DHWPH-1/2. The direct gas-fired tanks are also omitted from the DDC. Going forward these 
two inaccuracies should be corrected so the DDC represents the building correctly. 

  

Figure 64: DDC Screenshot showing incorrect labels and two tanks missing 

          

4.8 Asset Management 

During the site survey, there was extremely limited O&M documentation available on the facility. It 
is typical with existing building that retrofits, and upgrades take place throughout its lifespan and as 
such the record documentation should be updated to ensure that efficient operation and 
maintenance can occur. It has been well documented and proven on numerous facilities throughout 
Canada and North America that substantial energy and maintenance savings occur on facilities that 
actively participate in an ongoing active asset management plan with paybacks ranging from 2-6 
years. 

In view of the several discrepancies found at the facility, it is highly recommended that a new active 
asset management strategy is implemented in conjunction with the existing facilities team. A budget 
cost for an active asset management strategy, including equipment asset renumbering/verification 
and new all-inclusive operation and maintenance manuals is approximately $7,000. 
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4.9 Electrical & Lighting Systems 

4.9.1 Description of Electrical Systems 

Power to the building is distributed at 100 & 200 amps, 347V/600V and 125 & 200 amps 120V/208V 
and is used for the facility’s internal lighting, plug loads and items of mechanical equipment.  

4.9.2 Lighting Description 

The energy efficiency status of the lighting systems in the facility is generally average. The building’s 
lighting primarily consists of CFL, LED, incandescent, and MH luminaires. A number of T8-32W linear 
fluorescent luminaries also observed. Most of the lighting is controlled manually by on/off switches, 
while a number of room luminaires are run by combination of occupancy sensors and/or switches. 

The lighting is scheduled through the RC Studios DDC system 

    

Figure 65: Typical Light Controllers in the Facility 

    

Figure 66: Typical T8 Fluorescent Luminaires 
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Figure 67: Typical Indoor Lighting  

Exterior lighting consists of MH wall pack luminaires, CFL, and HID / LED pole area luminaires which 
are controlled via photocells / timers. 

   

Figure 68: Typical Exterior Lighting 

For a detailed inventory of luminaires in the facility, refer to Appendix A.  

4.9.3 Non-mechanical Loads   

The primary non-mechanical loads are related to the lighting and plug loads.  

• Total Installed Lighting Power Capacity: 89.7 kW 

• Estimated Annual Lighting Electricity Consumption: 484,237 kWh 

4.9.4 Lighting Control System and Strategy 

The facility exterior lighting is controlled via a photocell.   

The interior lighting is scheduled and can be controlled by the DDC. It was noted that many lights 
were left on during unoccupied hours. General lighting circuits are controlled manually via wall 
switches. A number of rooms are equipped with occupancy sensors. Hallway lighting is on 24 hours 
a day.  
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Figure 69 - Lighting Schedules on DDC 

4.9.5 Plug Loads and Auxiliary Equipment 

Plug loads include computers, maintenance, cooling/heating and cleaning equipment. 

4.9.6 Maintenance and Operating Issues 

• Luminaires not working. Ensure all luminaires are working by checking the lamps, circuit 
breaker or fuse.  

 

Figure 70: Typical burnt-out lighting fixture  
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5 ENERGY ACCOUNTING SYSTEM 

5.1.1 Description of Energy Accounting Methodology 

Assessing energy use and evaluating efficiency is undertaken by benchmarking the facility’s annual 
energy intensity (equivalent kWh/m2/yr). This measure of building energy use must then be 
referenced against buildings of similar vintage, climatic region, use, and type. For the purposes of 
this project, Statistics Canada7 and Energy Star Portfolio Manager8 are used as references. This 
reference sources provides a comprehensive description and breakdown of energy by end-use for a 
wide range of building types throughout Canada. 

In order to best prioritize and discuss energy conservation opportunities at the facility, an estimated 
end-use breakdown has been developed. This breakdown represents the probable energy 
consumption by end-use based upon historical annual utility records, detailed data on equipment 
and systems installed, and an understanding of facility operation strategies.  

5.1.2 Historic Utility Records and Energy Intensity 

The 2018, 2019 and 2020 utility records and annual consumption profiles are summarized in the 
following table and charts.  

Table 4: Summary of Historic Utility Records and Energy Intensity  

Year 

Electricity Gas (Natural Gas) 

Total Energy 
Intensity 

Peak 
Month 

Demand 
Consumption 

Annual 
Utility 
Cost 

Consumption 
Annual 
Utility 
Cost 

[kW] [kWh] [kWh/m2/yr] [GJ] [e-kWh] [e-kWh/m2/yr] [e-kWh/m2/yr] 

2018 39 2,206,610 236.7 $183,590 9,968 2,768,832 297.1 $118,535 533.8 

2019 18 2,657,760 285.1 $221,126 9,977 2,771,488 297.3 $118,649 582.5 

2020 16 2,127,840 228.3 $177,036 7,503 2,084,070 223.6 $89,220 451.9 

 

 

7 Statistic Canada, Survey of Commercial and Institutional Energy Use, September 2016 

8 Energy Star, Portfolio Manager Technical Reference: Canadian National Energy Use Intensity, March 
2019 

53



Penticton Community Centre 

Ref: 22-B522 

 

©2022                                                                  bes-canada.com | T. 604.558.1650 Page 48 of 112 

Energy Accounting System 

 

Figure 71: 2018 Annual Utility (Electrical and Gas Consumption) Profile 

 

Figure 72: 2019 Annual Utility (Electrical and Gas Consumption) Profile 
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Figure 73: 2020 Annual Utility (Electrical and Gas Consumption) Profile 

The 2018, 2019 and 2020 Utility Profiles show that natural gas usage is seasonal tied directly to the heating 
requirements of the buildings. The base natural gas load in the summer reflects domestic hot water use and 
pool heating requirements.   

 

Figure 74: 2018 Annual Utility (Natural Gas Consumption) Profile 
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Figure 75: 2019 Annual Utility (Natural Gas Consumption) Profile 

 

Figure 76: 2020 Annual Utility (Natural Gas Consumption) Profile 

  

56



Penticton Community Centre 

Ref: 22-B522 

 

©2022                                                                  bes-canada.com | T. 604.558.1650 Page 51 of 112 

Energy Accounting System 

5.1.3 Heating Degree Day (HDD) Comparison 

Heating Degree Day (HDD) is the number of degrees that a daily average temperature is below 18oC 
which is the base set point temperature. It is the measure of how cold it is, and it quantifies the 
demand for energy needed to heat a building. The Annual Natural Gas Consumption has been 
compared to heating degree days and this profile below shows that usage relates well to heating 
degree days (HDD).  

 

Figure 77: 2018 Annual Heating Natural Gas Consumption Profile Compared to Heating Degree 

Days 

 

Figure 78: 2019 Annual Heating Natural Gas Consumption Profile Compared to Heating Degree 

Days 
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Figure 79: 2020 Annual Heating Natural Gas Consumption Profile Compared to Heating Degree 

Days 

A reduction in base natural gas consumption is evident throughout 2020. In particular the decrease 
in consumption during the summer months is noted. This is likely as a result of the facility being 
closed due to the COVID-19 Pandemic. 

5.1.4 Historic Greenhouse Gas (GhG) Emissions  

Climate change is currently one of the most important global issues. Climate change is caused by the 
increase in concentrations of greenhouse gases (GHGs) in the atmosphere. The 2018, 2019 and 2020 
greenhouse gas emissions profiles for the Penticton Community Centre are summarized in the 
following table and chart.  

Table 5: Summary of Historic GHG Emissions  

Year Annual GhG Emissions  

2018 525.2 Tonnes e-CO2/yr 

2019 530.2 Tonnes e-CO2/yr 

2020 400.0 Tonnes e-CO2/yr 
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Figure 80: 2020 Annual Greenhouse Gas Emission  

The 2018, 2019 and 2020 Annual Utility Profiles show that GhG emissions for the building is seasonally tied 
directly to the heating requirements of the building. The lighting and electrical systems in the facility have 
a minimal impact on the building with regards to GhG emissions. The differential between the HDD and GHG 
emissions in the summer months can be attributed to the DHW & pool heating loads of the facility. 

 

Figure 81: 2018 Annual GhG Emissions Profile Compared to Heating Degree Days  
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Figure 82: 2019 Annual GhG Emissions Profile Compared to Heating Degree Days  

 

Figure 83: 2020 Annual GhG Emissions Profile Compared to Heating Degree Days  
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5.1.5 Energy End-use Breakdown 

The following end-use breakdown is an order of magnitude estimate, based on the consulting team’s 
understanding of the building systems, operation schedules, and existing utility records. Actual 
testing, measurement and verification, which would prove both difficult and costly, would need to 
be undertaken to provide a more accurate breakdown.  

Table 6: Actual End-Use Breakdown Estimate (2019) 

 

Total Natural Gas 
Consumption 

Total Electricity 
Consumption 

Overall Energy 
Consumption 

Overall Facility Energy 
Intensity 

[GJ] % [kWh] % [e-GJ] [e-kWh] [e-kWh/m2/yr] % 

Space Heating 3,167 31.7% 0 0.0% 3,167 879,723 94.4 16.2% 

Domestic Hot Water 2,304 23.1% 0 0.0% 2,304 639,906 68.7 11.8% 

Pool Heating 4,507 45.2% 0 0.0% 4,507 1,251,859 134.3 23.1% 

Lighting 0 0.0% 484,237 18.2% 1,743 484,237 52.0 8.9% 

Total Fans, Pump and 
Motor Loads 

0 0.0% 1,213,109 45.6% 4,367 1,213,109 130.1 22.3% 

Space Cooling 0 0.0% 389,206 14.6% 1,401 389,206 41.8 7.2% 

Miscellaneous (Plug 
Loads, Electric 

Heating) 
0 0.0% 571,209 21.5% 2,056 571,209 61.3 10.5% 

Total 9,977 100% 2,657,760 100% 19,545 5,429,248 582.5 100% 
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Figure 84: Energy Use Intensity (2019) 

 

 

Figure 85: Electrical End-Use Breakdown (2019) 
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Figure 86: Natural Gas End-Use Breakdown (2019) 
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6 MECHANICAL & ELECTRICAL ENERGY CONSERVATION OPPORTUNITIES 

6.1 Methodology 

In order to comply with the technical requirements of energy retrofit funding programs, calculations have 
been completed to assess the potential energy savings associated with each energy conservation measure. 
Although, calculations are not able to take into account the dynamic effects and synergies of all building 
systems operating together, the calculations in the following sections are described in sufficient detail to 
understand their limitations. All costs are estimates of probable cost (+/- 30%) and should be used for 
budgetary purposes only. There are also some measures included in the body text which cannot be quantified 
and as such are not included in the summary table. In the event that energy conservation measures overlap 
and affect the same piece of equipment, these are identified as numbered options. In these cases, the Client 
will need to select the retrofit measure that best meets their financial and performance criteria. 

It must also be noted that the technical descriptions of each energy conservation measure must not be used 
basis for design or tender. BES recommends the procurement of a registered Professional Engineer to carry 
out a full in-depth design in accordance with code of all energy conservation measures described within this 
report. 

The following section provides a discussion of HVAC energy conservation measures. 

6.2 Recommended Energy Conservation Measures for Implementation  

6.2.1 Mechanical and Control Systems 

The following section provides a discussion of potential energy conservation measures (ECMs) that apply 
to the facility’s mechanical and control systems which have been selected for implementation. 

6.2.1.1 ECM #M1: Install Laminar Flow Low Flow Fixtures 

Description: It is very pertinent to address water conservation measures at this facility, as high-water 
usage is associated with high domestic hot water loads and subsequent high natural gas 
usage. Consequently, attention to water management through equipment upgrades, 
adjustment of controls and operational set points, and the development of operational 
practices that enhances water conservation while conforming to all health and safety 
requirements should be a priority. Properly calibrated controls can offer significant water 
and energy while enhancing cleanliness and saving time. 

Water used by faucets in changing rooms/washrooms within the facility have a significant 
effect on energy used for domestic hot water heating and total water consumption. As 
such, high performance and laminar flow fixtures/aerators are recommended to best 
conserve energy. The following flow rates are proposed for consideration by the facility: 

➢ 0.5 GPM (1.9 LPM) low laminar flow fixtures in lavatory  
➢ 1.5 GPM (5.7 LPM) low laminar flow fixtures in showers 

Currently in the facility, the faucets are generally installed with either 2.0 or 2.2 GPM flow 
aerators.  
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Figure 87: Stream Flow Faucet Aerator (0.5 GPM) (courtesy of Utility Savers® - Save 
Water Us)  

Affected Area: All plumbing fixtures.  

Implementation: It is proposed to trial a small percentage (5-10%) of the proposed new laminar flow 
aerators (0.5 GPM) to ensure they meet the expectations of the building occupants and 
management. Upon positive feedback and/or no complaints from the residents, the new 
laminar flow aerators will remain in place and the remaining aerators will be installed. In 
the event that they experience negative feedback, it is proposed to replace them with 
slightly higher flow aerators with a different flow pattern, until a satisfactory compromise 
is found. 

Service Life: 10 Years. 

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period. 

Table 7: Summary of ECM Costs and Savings 

 

Existing Energy Use 
(for equipment 

included in 
measures only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Install New 
Laminar Flow Low 
Flow Fixtures  

0 2,304 0 337 $4,778 $4,700 17.0 1.0 

Type of Energy Analysis Completed:   

Energy savings calculated from this measure are based upon the reduction in water use 
and domestic hot water heating energy.  The following tables show the existing fixtures 
and proposed fixtures. 

Table 8: Existing Fixture Specifications 

Fixture Flow Duration (LEED Baseline) 

Lavatory 1.0 GPM 1 min 

Sink/Shower 2.2 GPM 1 min 

Table 9: Proposed Fixture Specifications 

Fixture Flow Duration (LEED Baseline) 

Lavatory 0.5 GPM 1 min 

Sink/Shower 1.5GPM 1 min 
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Domestic Hot Water Heating Energy (kW) = GPH x 8.34lbs./Gal x ΔT x 1 

Risk Assessment: It is proposed to trial a small percentage of the proposed new laminar flow aerators to 
ensure they meet the expectations of the building occupants and management.  

Non-Energy Benefits: In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced water consumption. 

• Reduced greenhouse gas emissions. 

In-House Resources:  No significant in-house effort is required to maintain measure once implemented. 

Synergies: This measure will run in conjunction with ECM #M3, ECM #M4, ECM #M9. 
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6.2.1.2 ECM #M2: Partial Electrification of Heating Loop: Offset energy consumption of gas-fired boilers by 
installing Air-Water Heat Pumps for 1st stage heating.   

Description: This ECM intends to offset the load on the existing gas-fired boilers through the 
installation of an air-source heat pump cascade. The electric heat pumps would be used 
as the first stage of heating and provide high efficiency heating during the shoulder 
seasons. These units operate at a coefficient of performance (COP) of 3.1 at an ambient 
temperature of 450F. This means that it can output up to 3 times the amount of heating 
energy in comparison with the electrical energy consumed. The heat pumps are capable 
or providing full load down to -150C, the lowest temperature experienced in Penticton in 
recent years was -140C. At lower ambient temperatures the high efficiency condensing 
boilers will be energised to maintain the system setpoints. The lower heating setpoint of 
the existing system means it is an ideal candidate for an air source heat pump retrofit. 

 

 

Figure 88 - DDC Screen graphic of existing heating system 

 The following are the main principles of an air source heat pump: 

• The heat pump system contains a fan that forces air through an evaporator. The 
evaporator contains a liquid refrigerant. When this refrigerant evaporates, it 
extracts heat from the ambient air.  

• The now warm gaseous refrigerant passes through the compressor which increases 
its pressure. As the pressure increases, the temperature of the refrigerant rises. 
The refrigerant turns back into a liquid which is now hot.  

• The hot refrigerant then passes through the condenser, which is wrapped around 
the water tank, transferring its heat to the water.  

• The refrigerant which is now cool then passes through an expansion valve, where 
it goes back into a gaseous state and the process begins over again. 
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Figure 89: Proposed AERMEC NRK700 air source heat pump 

Affected Area: Hydronic Heating Loop 

Implementation: This measure would be implemented by installing a cascade of air source heat pumps 
(AERMEC NRK700 or similar) to reclaim ambient heat from the outside air using the 
refrigeration cycle to be the first stage of heating for the hydronic system. It is 
recommended to employ the services of a professional engineering company to ensure 
the piping layout and connection into the existing system is correctly designed and 
adheres to local plumbing code.  

Service Life:  25 years. 

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period. 
It should be noted that these costs show incremental cost of the project, which has a total 
projected budget of approximately $1,030,000, excluding costs associated with asbestos 
abatement. 

Table 10: Summary of ECM Costs and Savings  

 

Existing Energy Use 
(for equipment 

included in 
measures only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Partially Electrify 
Heating Loop with 
Air-Source Heat 
Pumps 

0 2,658 -230,737 2,658 $19,345 $570,000 131.9 29.5 

*Incremental costs are shown (cost difference between standard efficiency equipment and high efficiency 
equipment) 

Type of Energy  
Analysis Completed:

 

Energy savings from this measure are based upon reduced gas consumption as a result 
of installing the high efficiency electric heat pump system. 

Risk Assessment: A suitable location will be required to position external heat pump units A structural 
review of the roof will be required.  

 Existing electrical capacity could be a barrier to implementation. A detailed engineering 
analysis of existing capacity should be performed prior to implementing electrification 
measures. 
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Non-Energy Benefits: In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

• Improved controllability. 

• Reduced equipment breakdowns. 

In-House Resources: No significant in-house effort is required to maintain measure once implemented. 

Synergies: This measure will not impact any other ECMS 
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6.2.1.3 ECM #M3: Replace the Existing Standard Efficiency Atmospheric DHW Heaters DHWT-1 & DHWT-2 with 
New High Efficiency Condensing DHW Heaters 

Description: Domestic hot water for Penticton Community Centre is produced in the ground floor 
mechanical room. The incoming Domestic Cold Water (DCW) is preheated by two (2) 
Indirect DHW Storage tanks, DHWPH-1 & DHWPH-2 each with a storage capacity of 400 
Gallons. DHW circulation pump P-14 circulates hot water from the heating loop through 
the indirect coils of the preheat tanks. This preheated water is then fed to the direct fired 
natural gas storage heaters DHWT-1 & DHWT-2 where it is heated and stored at a useable 
temperature. 
DHWT-1 & DHWT-2 are standard efficiency natural gas fired DHW storage heaters 
manufactured by PVI Industries with 400 Gallons of storage capacity. Each gas-fired burner 
has an input capacity of 600,000 BTU/hr at a rated nameplate efficiency of 81%.  
The DHW heaters were installed in 2010 are in average condition and according to ASHRAE 
Guidelines have a life expectancy of 15 years. These units therefore have another 13 years 
of estimated life expectancy remaining.  

   

Figure 90: Existing Storage Water Heaters DWHPH-1 (Left) & DHWT-1 (right) 

It is therefore anticipated that it is possible to increase the overall efficiency of the 
equipment from an estimated efficiency of 80% to 97% by replacing the existing DHW 
Heaters with new high-efficiency gas fired condensing DHW Heaters. This measure will 
save energy by increasing the equipment’s operational efficiency. 

Affected Area: DHW heaters located in the mechanical room. 

Implementation: This measure would be implemented by removing and disposing of the existing DHW 
heaters and replacing them with high efficiency alternatives (PVI Industries or similar). 

 

Figure 91 - PVI Power VTX Condensing Water Heater 
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 It is recommended to employ the services of a professional Engineering company to 
ensure the piping layout associated with the new equipment is correctly designed. 

Service Life: 25 Years 

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period. 
It should be noted that these costs show incremental cost of the project, which has a total 
projected budget of approximately $179,000.00, excluding costs associated with asbestos 
abatement. 

Table 11: Summary of ECM #M8 Costs and Savings 

 

Existing Energy Use 
(for equipment 

included in 
measures only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Replace the 
Existing Standard 
Efficiency DHW 
Storage Heaters 
with New High 
Efficiency 
Condensing DHW 
Storage Heaters 

0 2,304 0 542 $8,683 $43,000 27.4 5.0 

*Incremental costs are shown (cost difference between standard efficiency equipment and high efficiency 
equipment) 

Type of Energy Analysis Completed: 

The energy savings calculated from this measure are based upon the change in seasonal 
efficiency of the water heater. The proposed new high efficiency water heaters are 
estimated to have a seasonal efficiency of 97% (manufacturers’ literature). 

Non-Energy Benefits:  In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

• Reduced equipment breakdowns. 

• Improved controllability 

In-House Resources: No additional significant in-house effort is required to maintain this measure once it is 
implemented. 

Synergies: This measure will run in conjunction with ECM#1, ECM #4, ECM #9. 
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6.2.1.4 ECM #M4: Install a Water Source Heat Pump system to preheat DHW  

Description: Conventional heat pump technology is generally limited to heating temperatures below 
what is required for domestic hot water (DHW) production i.e. 60°C (140°F). 
Improvements in the technology and developments such as CO2 heat pumps which can 
produce much more lift means this limiting factor is not as problematic as in previous 
years. When this heating process is combined with ground water as the source for the 
water-to-water heat pump excellent COP values can be achieved. This basic principle is 
shown in the diagram below.  

 

Figure 92: Typical arrangement of a combined heating and cooling system with a    
Nordic water-to-water heat pump 

It is therefore proposed to install a water source heat pump system to preheat DHW 
upstream of the existing DHW equipment. The system shall comprise two (2) Nordic 
water-to-water heat pumps, a large DHW tank, two buffer tanks, a plate and frame heat 
exchanger and associated pumps.  A proposed diagram of the system is shown below. The 
DHW tank shall be connected to the load side of the heat pumps which will heat the water. 
There are several options for the source side of the heat pump it can be tied to the existing 
chilled water loop or the ground source sump water. 

 

Figure 93: Schematic diagram of the proposed heat pump system 
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In the schematic diagram shown above, the heat pump system would recover heat from 
the existing ground water sump or the condenser water line. 

On the load side of the heat pumps, the DHW will be preheated to reduce the load on the 
existing system. The diagram shows that the new DHW tank is connected to the existing 
in series. This is to reduce operational risk by retaining the existing high temperature 
systems to be used as required. 

It is anticipated that this system would offset the gas consumption associated with heating 
DHW at the facility and be a step towards moving to a carbon neutral facility. 

Affected Area: DHW system 

Implementation: This measure would involve a minor modification of the existing DHW system. The existing 
DHW tanks would remain, however, these tanks would be supplied water from a new 
DHW tank which is pre-heated using a CO2 heat pump system. The heat pumps system is 
described in detail above. The new system would include the installation of new DHW 
heat pumps, heat exchanger, pumps & tanks.  

Service Life: 20 Years. 

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period.  

Table 12 - Summary of ECM Costs and Savings 

 

Existing Energy Use 
(for equipment 

included in 
measures only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Install a Water 
Source heat pump 
system to preheat 
DHW 

0 1,761 -23,897 518 $5,842 $171,600 25.9 29.4 

 
Type of Energy Analysis Completed: 

The energy savings calculated from this measure are based upon a reduction in gas usage 
for DHW heating. 

Non-Energy Benefits:  In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

• Reduced equipment breakdowns. 

• Improved controllability. 

In-House Resources: No additional significant in-house effort is required to maintain this measure once it is 
implemented. 

Synergies: This measure will run in conjunction with ECM #1, ECM #2, ECM #4, ECM#9. 
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6.2.1.5 ECM #M5: Repair/Replace Door Seals 

Description: During the site audit, it was noted that the seals on the entrance/exit doors throughout 
the buildings were in fair condition. Poorly performing seals allow for heat loss and air 
infiltrations to the building. It is recommended to repair or replace the seals as soon as 
possible to prevent unnecessary heat loss and air infiltration. 

Area Affected:  External doors of the buildings. 

Implementation: Implementation of this measure would involve repairing/replacing the door seals to all of 
the external doors of the buildings. 

Service Life:  10 years. 

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period. 

Table 13: Summary of Costs and Savings 

 

Existing Energy Use 
(for equipment 

included in 
measures only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 
Description 

Electricity 
(kWh) 

Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Repair/Replace 
Door Seals 

0 3,167 0 25 $358 $1,800 1.3 5.0 

 

Type of Energy  
Analysis Completed:  

Energy conservation calculations are based upon the saving of energy that is otherwise lost 
through poor seals. 

Risk Assessment: N/A.  

Non-Energy Benefits: In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

• Reduced draughts. 

• Improved occupant thermal comfort. 

In-House Resources: No significant in-house effort is required to maintain measure once implemented. 

Synergies:  This measure will run in conjunction with any other ECMs.  
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6.2.1.6 ECM #M6: PlugMiser Retrofit to Computer Monitors 

Description: During the site audit, it was noted that several electronic devices were left on whilst 
unattended. PlugMiser Technology can save energy on all types of plug loads, such as 
computer monitors, task lights, radios, copiers, personal printers, space heaters, and 
more. PlugMiser Technology utilizes PIR technology to power down equipment when no 
one in the area is detected. The equipment will be automatically powered back up when 
someone approaches it. PlugMiser’s built in Sensor Repeater allows banks of equipment 
to be controlled with multiple PlugMiser’s using only one PIR sensor. PlugMiser can be 
combined with any other Miser family product. 

A pair of office task lights typically draws over 70 Watts, and a computer monitor draws 
between 80 and 240 Watts. Additionally, keeping an office's electronic equipment 
powered off unless the office is actually occupied lengthens the expected lifetime of the 
equipment. Unquantifiable air conditioning load can also be reduced, resulting in even 
further savings. 

 

Figure 94: Proposed PlugMiser to reduce energy consumption of equipment in 
unoccupied areas 

Affected Area: Computer Monitors in facility. 

Implementation: As this measure involves simply installing a plug and play device, immediate 
implementation is recommended. 

Service Life: 10 Years.  

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period. 

Table 14: Summary of ECM Costs and Savings 

 

Existing Energy Use 
(for equipment 

included in 
measures only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

PlugMiser Retrofit 
to Computer 
Monitors 

6,552 0 3,285 0 $275 $1,185 - 4.3 
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Type of Energy Analysis Completed: 

Energy savings are calculated based on the reduction of run hours of the existing 
equipment. It is anticipated that there would be approximately 12 hours reduction in plug 
load per day. Unquantifiable cooling load energy savings could also be realized.  

Risk Assessment: This measure does not have any risks associated with it. 

Non-Energy Benefits: In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Longer lifetime.  

• Reduced operating cost. 

In-House Resources: No significant in-house effort is required to maintain measure once implemented. 

Synergies: This measure will not adversely impact any other system or ECM. 
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6.2.1.7 ECM #M7:  Install New Variable Speed Drives & Occupancy Sensors on Swirl Pool & Water Slide Pumps 

Description: There is an opportunity to realize electrical energy savings by installing a ‘demand control’ 
system with the utilization of a variable frequency drive (VFD), whereby the VFD will 
control the flowrate of the water features based on occupancy. 

There are several water features located in the main pool hall including a water slide, 
water arch and a lazy river. Each of these features has a dedicated pump in the mechanical 
room. The rest of the water feature pumping equipment is constant speed and powered 
via typical wall mounted pump starters.  

     

Figure 95 – Constant Speed Pumps (PP-014 & PP-06) and starters 

It is anticipated that pumping energy could be reduced through the implementation of 
VFDs to control the larger water feature pumping loads such as PP-014 Water Slide & PP-
06 Swirl Pool. Adding demand and speed control to these features has the potential to 
reduce pumping loads. 

 The use of a properly commissioned and optimized VFDs will vary the speed of the motor 
so that they only deliver the required flow. The physical properties of a pump/motor are 
referred to as the Affinity Laws and this allows the equipment to meet partial load 
requirement and save energy. The table below shows the relationship of speed, flow and 
power. 

Table 15: Affinity Laws (Relationship of Speed, Flow and Power) 

Speed Volume or Flow Power (HP) 

100% 100% 100% 

90% 90% 73% 

80% 80% 51% 

70% 70% 34% 

60% 60% 22% 

50% 50% 12.5% 

40% 40% 6% 

30% 30% 3% 

Affected Area:  Pumps serving water features 

Implementation: This measure would be implemented by installing a VFD on the existing motors. This will 
save energy by adjusting the speed of the motor based on demand.  

Service Life:  15 years. 

  

77



Penticton Community Centre 

Ref: 22-B522 

 

©2022                                                                  bes-canada.com | T. 604.558.1650 Page 72 of 112 

Mechanical & Electrical Energy Conservation 
Opportunities 

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period. 

Table 16: Summary of ECM Costs and Savings  

 

Existing Energy Use 
(for equipment 

included in measures 
only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Install New 
Variable Speed 
Drives & 
Occupancy Sensors 
on Swirl Pool & 
Water Slide Pumps 

122,911 0 54,394 0 $5,150 $36,700 0.5 7.1 

 

Type of Energy  
Analysis Completed:

 

Energy savings from this measure are based upon the reduction of energy resulting from 
the reduced power consumption of the motor operating at lower rotational speeds. 

Risk Assessment: N/A. 

Non-Energy Benefits: In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

• Improved controllability. 

• Reduced equipment breakdowns. 

In-House Resources: No significant in-house effort is required to maintain measure once implemented. 

Synergies: This measure will not impact any other measures 
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6.2.1.8 ECM #M8: Repurpose Heat Recovery Coils to Preheat Incoming Outdoor Air  

Description: This ECM intends to repurpose the existing Heat recovery / Heat Rejection Coils in the air 
handling units exhaust airstream to preheat incoming fresh air. It was noted during the 
site visit that the Heat recovery coils were not being utilised to recover heat to the 
hydronic system as intended. 

It is proposed to repurpose the coils in the exhaust air streams as dedicated heat recovery 
coils for a run around heat recovery loop to preheat the incoming fresh air to each unit. 
The existing coils are dual purpose, they can also be utilised to reject heat during the 
summer however it has been reported that the heat rejection from the cooling tower is 
only required on peak summer days.  As such this additional heat rejection through these 
coils is deemed unnecessary. 

The DDC Screen graphic of MUA-6 below illustrates how the HRC is being bypassed by the 
warm exhaust air with no heat recovery taking place. 

 

Figure 96 - DDC Screen graphic of MUA-6 in operation 

Affected Area: MUA-5, MUA-6, MUA-7 

Implementation: This measure would be implemented by installing a heating coil in the supply air opening 
of each MUA unit which is preheated by the heat recovered from the heat recovery (or 
cooling) coil in the exhaust air stream. 

Service Life: 10-15 Years. 
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Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period.  

Table 17: Summary of ECM Costs and Savings 

 

Existing Energy Use 
(for equipment 

included in 
measures only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Repurpose Existing 
Heat Recovery Coils 
in MUA-5, MUA-6 & 
MUA-7 for Outdoor 
Air Preheat 

0 2,768 13,965 1,644 $24,952 $180,400 83.1 7.2 

 
Type of Energy Analysis Completed: 

The energy savings calculated from this measure are based upon a reduction in heating 
loads for the primary heating coil in each MUA unit. 

Non-Energy Benefits:  In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

• Reduced wasted energy. 

• Improved controllability. 

In-House Resources: No additional significant in-house effort is required to maintain this measure once it is 
implemented. 

Synergies: This measure will not negatively impact any other ECM 
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6.2.1.9 ECM #M9: DHW Recirculation Pump VFD Retrofit and Scheduling 

Description: The existing domestic hot water return (DHWR) pump operates 24/7 regardless of the 
DHWR temperature. There is an opportunity to realize electrical energy savings by 
reducing the actual run hours of the pump by adjust the run time schedule and installing 
a VFD. This will involve the varying the speed of the pumps during operation and 
scheduling the pumps off during hours when occupants do not use DHW, i.e., at 3.00am 
when no occupant is showering. 

Affected Area:  DHWR Pumps. 

Implementation: This measure would be implemented by installing a VFD and adjusting the run time 
schedule of the pumps. 

Service Life: 15 years. 

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period. 
It is estimated the total cost of this measure will be in the region of $5,750. There is an 
incentive of $1,500 available for the installation of DHW Recirculation Controls. 

Table 18: Summary of ECM Costs and Savings 

 

Existing Energy Use 
(for equipment 

included in 
measures only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

DHW 
Recirculation 
Pump VFD Retrofit 
and Scheduling 

724 1,761 374 53 $830 $4,250 2.7 5.1 

 

Type of Energy Analysis Completed: 

Energy savings from this measure are based upon the reduction of energy resulting from 
the subsequent reduction of equipment run hours. 

Risk Assessment: This measure has no risks associated with it. 

Non-Energy Benefits: In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

• Reduced water consumption. 

• Improved controllability. 

In-House Resources: No significant in-house effort is required to operate or maintain measure. 

Synergies: This measure will run in conjunction with ECM#1, ECM #3, ECM #4. 
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6.2.1.10 ECM #M10: Installation of Energy Saving Additive to the Hydronic Loop to Improve efficiency of the heat 
transfer  

Description: BES recommends the addition of an additive to the hydronic system to improve heat 
transfer of the water in the system.  Endotherm is 100% organic, biodegradable and is 
compatible with the corrosion inhibitors for your heating system. Endotherm has proven 
to reduce the surface tension of the boiler water by 60-70%, which increases the effective 
surface area reached by the circulating water which increases the rate of heat transfer. 

FORTISBC provide incentives for the use of endotherm in heating systems.  

Affected Area:  Hydronic heating & chilled water loops. 

Implementation:  This measure would be implemented by adding Endotherm to the heating system water. 

Service Life:  5 Years 

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period.   

Table 19: Summary of Costs and Savings  

 

Existing Energy Use 
(for equipment 

included in measures 
only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Installation of 
Energy Saving 
Additive into Boiler 
Loop to Improve 
Heat Transfer and 
Efficiency of HVAC 
(Gas) System 

389,206 5,316 11,676 213 $3,988 $4,020 10.8 1.0 

 

Type of Energy  
Analysis Completed: 

 

Energy savings from this measure are based upon the increased thermal conductivity 
of the space heating & cooling hydronic system.   

Risk Assessment: This measure has no risks associated with it. Endotherm does not affect any other 
chemicals in the system 

Non-Energy Benefits: In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

In-House Resources: No significant in-house effort is required to maintain measure once implemented. 

Synergies: This measure will not adversely impact any other system. 
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6.2.1.11 ECM #M11: Install Liquid Pool Cover to Reduce Energy Losses due to Evaporation during Unoccupied 
Periods  

Description: The pools are currently left uncovered during unoccupied hours. When the pool water is 
warmer than the air around it, or the humidity of the air is less than 100%, the pool rapidly 
evaporates water into the air. Currently, the pool area space temperature is set to 
approximately that of the pool water temperature to mitigate against these evaporation 
losses. However, this is a waste of energy of the pool area ventilation system. 

It is proposed to install HeatSavr™ Liquid Pool Covers to Swimming Pools and Hot Tub. 
Pool covers represent a very effective way to reduce evaporation losses, and energy 
required to heat make-up water.  There are two main types of pool covers as follows: 

Table 20: Summary Main Types of Pool Cover  

Liquid Pool Covers  Solid Material Pool Covers  

Product solutions, such as HeatSavr®, 
use a bio-degradable liquid to form a 
transparent monomolecular layer over 
the surface of a swimming pool 
whenever it is calm. This layer 
significantly reduces evaporation, which 
not only saves on water heating but with 
indoor pools can reduce the cost of 
humidity control and air heating 
requirements. An automatic dosing 
system ensures that the correct dose of 
HeatSavr is added to the pool at the 
same time each day.  

Solid safety pool covers are anchored to a 
deck with straps that pull the cover taut 
over the pool; the straps usually attach to 
stainless steel springs and are anchored to 
recessed brackets in a deck surface. These 
covers safely isolate occupants from the 
water while simultaneously eliminating 
evaporation losses. 

It is strongly recommended that the client further assess the opportunity to implement a 
pool cover system at the facility. For ease of use for pool staff, a product such as 
HeatSavr™ Liquid Cover is recommended for consideration. The liquid cover will 
significantly reduce evaporation losses, and thereby reduces the financial cost of 
maintaining the pool at the desired temperature, as well as dramatically lowering the 
humidity of indoor pool areas.   

The HeatSavr™ Liquid would be injected into the pool water which forms a totally safe 
invisible layer only one or two molecules thick on the surface of the pool. These molecules 
are naturally attracted to each other, and always seek to form a perfect, microscopically 
thin layer that covers the entire pool surface. The individual HeatSavr™ molecules are 500 
times smaller than the spaces found in a super high-quality water filter. After a bather 
stops disturbing the water's surface, the molecules immediately reform a cohesive layer. 
When they reform into a layer, they reduce the evaporation speed of the pool by up to 
one half. 

Affected Area:  Main Swimming Pool 

Implementation: This measure would be implemented by injecting HeatSavr™ Liquid into the pool water to 
form a totally safe invisible layer only one or two molecules thick on the surface of the 
pool. A simple pool dosing pump is needed to periodically dose the liquid from the supply 
(4L) bottle after the pool filtration system.  

Service Life: 10-15 years’ service life on inexpensive liquid dosing system. 
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Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period. 

Table 21: Summary of ECM Costs and Savings 

 

Existing Energy Use 
(for equipment 

included in measures 
only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Install Liquid Pool 
Cover to Reduce 
Energy Losses due 
to Evaporation 
during Unoccupied 
Periods 

0 2,082 0 154 $2,186 $10,000 7.8 4.6 

 

Type of Energy Analysis Completed: 

The energy savings calculated from this measure are based upon the reduction in heat loss 
from the pool and as a result a reduction in the quantity of make-up water to be heated.  

Risk Assessment: This project would also involve close project management control; whereby phased 
shutdowns would be required to ensure that the ‘system’ remains ‘live’ at all times. I.e. 
due to the nature of the facility, a full shutdown of the pool system may not be allowed. 

Non-Energy Benefits: In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

• Reduced equipment breakdowns. 

In-House Resources: No significant in-house effort required to operate or maintain measure. 

Synergies: This measure will not adversely impact any other system or ECM. 

  

84



Penticton Community Centre 

Ref: 22-B522 

 

©2022                                                                  bes-canada.com | T. 604.558.1650 Page 79 of 112 

Mechanical & Electrical Energy Conservation 
Opportunities 

6.2.2 Electrical and Lighting Systems 

The following section provides a discussion of potential energy conservation measures (ECMs) that apply 

to the facility’s electrical and lighting systems. Where lighting ECMs have been specified, it is first 

recommended to carry out a mock-up of the proposed measure to ensure satisfactory lighting levels and 

performance. 

It must also be noted that the technical descriptions of each energy conservation measure must not be 

used as a basis for design or tender. BES recommends the procurement of a registered Professional 

Engineer (EGBC) to carry out a full in-depth lighting design in accordance with the code and IESNA 

Guidelines for all energy conservation measures described below. 

6.2.3 ECM #L1: Facility Wide Energy Efficient LED Upgrade 

Description: The facility’s lighting consists mainly of LED, linear fluorescent, MH and CFL luminaries. 
Lighting is controlled manually by on/off switches or operate continuously throughout the 
year. 

Affected Area: The following areas are affected: 

Room name Luminaire type 

Main Corridor T8-32W-2L 
Entrance West CFL -13W-2L 

Exterior Window T8-32W-1L 
Women’s Washroom T8-32W-1L 

Men’s Washroom T8-32W-1L 
Accessible Washroom T8-32W-1L 

Back Corridor T8-32W-1L 
Women’s Changeroom (Gym) T8-32W-2L 

Storeroom T8-32W-2L 
Accessible WC T8-32W-2L 

WC T8-32W-2L 
Family Change Room T8-32W-2L 
Men’s Change Room T8-32W-2L 

Pool Storage T8-32W-1L 
Slide/Diving CFL -13W-2L 

Sauna Hal / Incand A-lamp-100W-1L 
Storage Hal / Incand A-lamp-100W-1L 

Gym CFL -13W-2L 
Upstairs Hall T8-32W-2L 

First Aid Room T8-32W-2L 
Theatre Area Lobby Hal / Incand A-lamp-100W-1L 
Theatre Area Lobby T8-32W-4L 
Theatre Area Lobby T8-32W-2L 
Theatre Washrooms T8-32W-1L 

Theatre Rooms T8-32W-4L 
Theatre Back Hallway T8-32W-4L 

Electrical Room T8-32W-2L 
Maintenance T8-32W-2L 

Boiler Room Boiler Room T8-32W-3L 
Corridor T8-32W-3L 

Boiler Room 2 T8-32W-3L 
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Room name Luminaire type 

Mech Storeroom T8-32W-1L 
Top floor corridor T8-32W-4L 
Theatre corridor Hal / Incand A-lamp-50W-1L 

Stairway T8-32W-1L 
Physio T8-32W-2L 
Physio T8-32W-3L 
Physio CFL -13W-2L 

Exterior Lighting MH-400W-1L 
Exterior Lighting MH-70W-1L 

 

Implementation: The following tables provide detailed information on the proposed luminaires and 
performance specifications: 

Table 22: Existing and Proposed Luminaires 

EXISTING CONFIGURATION PROPOSED CONFIGURATION 

EXISTING LUMINAIRE 
TYPE 

INPUT  
WATTS 

QTY 
PROPOSED 
LUMINAIRE 

TYPE 

INPUT  
WATTS 

QTY IMAGE 

T8-32W-2L-4' 59 35                                             

4' LED Tube-2L-
70K-

3500K+120V 2 
Lamp 

Compatible 
Ballast 

25 35                                             

 

T8-32W-2L-4' 59 20                                              

4' LED Strip-
24W-4000K 

Surface 
Mounted 

24 20                                              

 

T8-32W-1L-4' 31 43                                              

4' LED Strip-
24W-4000K 

Surface 
Mounted 

24 43                                              

 

T8-32W-1L-4' 31 31                                             

4' LED Tube-1L-
70K-

3500K+120V 1 
Lamp 

Compatible 
Ballast 

12.5 31                                             
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EXISTING CONFIGURATION PROPOSED CONFIGURATION 

EXISTING LUMINAIRE 
TYPE 

INPUT  
WATTS 

QTY 
PROPOSED 
LUMINAIRE 

TYPE 

INPUT  
WATTS 

QTY IMAGE 

T8-32W-2L-4' 59 92                                              

2x4 Flat Panel, 
3800Lmns, 

3500K UNV W/ 
Surface Mount 

Kit 

29 92                                              

 

T8-32W-3L-4' 86 35                                              

2x4 Flat Panel, 
3800Lmns, 

3500K UNV W/ 
Surface Mount 

Kit 

29 35                                              

 

T8-32W-4L-4' 112 29                                             

2x4 Flat Panel, 
3800Lmns, 

3500K UNV W/ 
Surface Mount 

Kit 

29 29                                             

 

T8-32W-3L-4' 86 19                                             
LED-48W-RAB 

4' Surface 
Mount Fixture 

48 19                                             

 

MR16-50W-Halogen 50 4                                               MR16-5W-LED 5 4                                               

 

MH-400W-Pole Light 450 10                                              
LED-90W-

Security Flood 
Light 

90 10                                              

 

MH-70W-Pole Light 97 5 
LED-40W-

Security Flood 
Light 

40 5 

 

CFL -13W-2L 26 27 LED-9W-2L 18 27 

 

Incandescent 100W-
1L 

100 52 
A Lamp LED-

9W-1L 
9 52 
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Service Life: The new LED luminaires have a service life of at least 100,000 hours (rated at 70% lumens 
output). 

Type of Energy 
Analysis Completed: 

Calculations completed include an extensive spreadsheet of existing and proposed lighting.  
Existing fixture wattages are based upon information collected onsite or reference values, 
where existing ballast model numbers were not available. 

Resources Required: No significant in-house effort is required to operate or maintain this measure. 

Synergies: This measure will not adversely impact any other system or ECM. 

Economic Analysis: The following table provides a summary of all estimated savings, costs, and simple payback 
period. 

Table 23: Summary of ECM #L1 Costs and Savings 

  
Description 

  
Qty 

Existing Energy Use 
(for equipment included in 

measures only) 
Annual Energy Savings 

Total 
Savings 
($/yr) 

Total 
Estimated 

Cost 
(capital + 

install) 

Simple 
Payback 

with 
Rebates 

(yrs) 
Electricity 

(kWh) 

Electrical 
Demand 

(kW) 

Electricity 
(kWh) 

Electrical 
Demand 

(kW) 

Women’s Changeroom, Men’s 
Changeroom, WC, Accessible 
WC: Replace T8-32W-2L-4' 
with Energy Efficient 4' LED 
Tube-2L-70K-3500K+120V 2 
Lamp Compatible Ballast 

35 10,552 2.07 6,081 1.19 $2,163 $7,308 3.2 

Family Change Room, 
Electrical Room, 
Maintenance: Replace T8-
32W-2L-4' with Energy 
Efficient 4' LED Strip-24W-
4000K Surface Mounted 

20 4,092 1.18 2,427 0.70 $824 $6,362 6.8 

Women’s & Men’s 
Washroom, Accessible 
Washroom, Back Corridor, 
Pool Storage, Theatre 
Washrooms, Stairway, Mech 
Storeroom: Replace T8-32W-
1L-4' with Energy Efficient 4' 
LED Strip-24W-4000K Surface 
Mounted 

43 7,219 1.33 1,630 0.30 $2,104 $13,679 5.7 

Exterior Window: Replace T8-
32W-1L-4' with Energy 
Efficient 4' LED Tube-1L-70K-
3500K+120V 1 Lamp 
Compatible Ballast 

31 4,911 0.96 2,931 0.57 $1,315 $5,747 4.3 
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Description 

  
Qty 

Existing Energy Use 
(for equipment included in 

measures only) 
Annual Energy Savings 

Total 
Savings 
($/yr) 

Total 
Estimated 

Cost 
(capital + 

install) 

Simple 
Payback 

with 
Rebates 

(yrs) 
Electricity 

(kWh) 

Electrical 
Demand 

(kW) 

Electricity 
(kWh) 

Electrical 
Demand 

(kW) 

Main Corridor, Storeroom, 
Upstairs Hall, First Aid Room, 
Theatre Area Lobby, Physio: 
Replace T8-32W-2L-4' with 
Energy Efficient 2x4 Flat 
Panel, 3800Lmns, 3500K UNV 
W/ Surface Mount Kit 

92 34,198 5.43 17,389 2.76 $5,907 $45,628 7.2 

Physio, Corridor: Replace T8-
32W-3L-4' with Energy 
Efficient 2x4 Flat Panel, 
3800Lmns, 3500K UNV W/ 
Surface Mount Kit 

35 21,847 3.01 14,480 2.00 $3,102 $17,359 5.2 

Theatre Area Lobby, Theatre 
Rooms, Theatre Back Hallway, 
Top Floor Corridor: Replace 
T8-32W-4L-4' with Energy 
Efficient 2x4 Flat Panel, 
3800Lmns, 3500K UNV W/ 
Surface Mount Kit 

29 19,459 3.25 14,420 2.41 $3,168 $14,383 4.2 

Boiler Rooms: Replace T8-
32W-3L-4' with Energy 
Efficient LED-48W-RAB 4' 
Surface Mount Fixture 

19 4,771 1.63 2,108 0.72 $634 $4,503 5.9 

Theatre corridor: Replace 
MR16-50W-Halogen with 
Energy Efficient MR16-5W-
LED 

4 1,752 0.20 1,577 0.18 $1,315 $574 0.4 

Exterior: Replace MH-400W-
Ple Light with Energy Efficient 
LED-90W-Security Flood Light 

10 22,995 4.50 18,396 3.60 $1,923 $4,492 1.9 

Exterior: Replace MH-70W-Ple 
Light with Energy Efficient 
LED-40W-Security Flood Light 

5 2,478 0.49 1,456 0.29 $314 $1,536 3.6 
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Description 

  
Qty 

Existing Energy Use 
(for equipment included in 

measures only) 
Annual Energy Savings 

Total 
Savings 
($/yr) 

Total 
Estimated 

Cost 
(capital + 

install) 

Simple 
Payback 

with 
Rebates 

(yrs) 
Electricity 

(kWh) 

Electrical 
Demand 

(kW) 

Electricity 
(kWh) 

Electrical 
Demand 

(kW) 

Entrance West, Slide/Diving 
Area, Gym, Physio: Replace 
CFL -13W-2L with Energy 
Efficient LED-9W-2L 

27 3,473 0.70 1,069 0.22 $1,937 $4,115 2.0 

Sauna, Storage, Theatre Area 
Lobby: Replace Incandescent 
100W-1L with Energy Efficient 
A Lamp LED-9W-1L 

52 37,960 5.20 34,544 4.73 $27,944 $5,086 0.2 

                  

Facility-wide LED Luminaire Upgrade 118,508 19.66 $52,650 $130,771 2.3 
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6.3 Other Energy Conservation Measures Considered 

6.3.1 Mechanical, Controls and Electrical Systems 

The following section provides a discussion of potential energy conservation measures (ECMs) that apply to 
the facility’s mechanical, control and lighting systems, which were considered, but have not been selected 
for immediate implementation due to high payback and/or high project implementation cost. Although 
these measures were not considered for immediate implementation, they should be included as part of the 
facility’s long-term asset management plan. 

6.3.1.1 ECM #M12: Install Solar Photovoltaic Panels on the roof of the community centre 

Description: As part of a total system efficiency upgrade, solar photovoltaic (PV) panels should be 
considered. This will require a solar PV specific feasibility study which will investigate the 
potential energy savings and GHG reduction and include such matters as the solar shading 
effects of the fence and panels, life cycle cost analysis etc. 

Due to the roof size, solar irradiance, and electrical demand of the facility, it is not 
envisaged that the entire demand can be met via solar PV panels. However, they would 
save energy by reducing the load coming from the grid. 

Affected Area: Rooftop 

 

Figure 97: Roof of Community Centre  
 

Implementation: This measure would be implemented by installing solar PV panels along with an inverter, 
a combiner box, a suitable mounting system and other electrical equipment on the 
proposed flat roof area above the workshop. In addition, it is proposed to install Solar 
Edge monitoring software. The monitoring software provides enhanced PV performance 
monitoring and yield assurance through immediate fault detection and alerts at the 
module level, string level and system level. 

This software enables the maintenance staff to improve the site performance, assure the 
yield of the system, maximize solar power harvesting, and reduce maintenance costs by 
increasing system up-time and resolving faults more effectively. 
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Figure 98: Solar Monitoring & Fault Detection 

 

Figure 99: REC TwinPeak REC345TP2S 72 Solar 
Panel 

 

Figure 100: Solar Edge SE14 4KUS-
NNF (208V) Inverter 

Product Specifications: The following tables provide additional information on the selected equipment. 

Table 24: Panel specifications 

Manufacturer REC Solar 

Model REC345TP2S 72 

Max power (W) 345 

Voc (V) 46.5 

Vpm (V) 38.7 

Isc (A) 9.64 

Ipm (A) 8.92 

Efficiency 17.2% 

NOCT (°C) 44.6 

Temperature coefficient  for Pmax (%/°C) -0.36 
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Temperature coefficient °c for Voc (%/°C) -0.30 

Temperature coefficient sc for Isc (%/°C) 0.066 

Length [in] 78.9 

Width [in] 39.4 

Table 25: Inverter specifications 

Manufacturer Solaredge 

Model SE14.4KUS 

DC input 

Max input voltage [V] 600 

MPPT input minimum voltage [V] 400 

MPPT input maximum voltage [V] 600 

Max input current [A] 38 

AC output 

Nominal output voltage [V] 208 

Phase 3 

Frequency [Hz] 60 

Output power [kW] 14.4 

Output current [A] 40 

Peak efficiency [%] 97% 

Estimated Service Life: New solar PV panels have a life expectancy of more than 25 years.  

Economic Analysis: The following tables provide a summary of all costs, savings, and simple payback period. 

Table 26: Summary of ECM Costs and Savings 

 

Existing Energy Use 
(for equipment 

included in measures 
only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Entire Facility: 
Installation of Solar 
Photovoltaic 
system 

2,657,760 0 81,180 0 $6,791 $91,175 0.5 13.4 

 

Type of Energy Analysis Completed: 

Energy savings from this measure are based upon the solar irradiance onsite and the 
electricity production from the installation (includes losses and degradation of 
equipment). 

Risk Assessment: This project would also involve the hiring of a structural engineer to make sure the 
mounting system is sufficient to secure the panels. 

This project would also involve close project management control, whereby phased 
shutdowns of the affected equipment would be required to ensure minimal disruption to 
the occupants.  

Non-Energy Benefits:  In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 
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• Sustainable strategy. 

• Good public perception. 

In-House Resources:  Yearly maintenance is required for the inspection and cleaning of the equipment. Poor 
maintenance results in a drop in the energy production. 

Synergies:  This measure will not adversely impact any other system or ECM. 
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6.3.1.2 ECM #M2.2:  Fully Electrify the Heating Loop: Replace Gas Boilers with High Output Air-Source Heat 
Pumps  

Description: This ECM intends to fully electrify the heating loop in the facility through the installation 
of an air-source heat pump cascade to replace the existing boilers. These units can operate 
at a coefficient of performance (COP) of 3 at an ambient temperature of 450F. This means 
that it can output up to 3 times the heating energy in comparison with the electrical 
energy consumed. The existing heating loop operates at a setpoint of approximately 500C 
meaning the heat pumps should be capable of meeting the demand for the majority of 
the year.  

The following are the main principles of an air source heat pump water heater: 

• The heat pump system contains a fan that forces air through an evaporator. The 
evaporator contains a liquid refrigerant. When this refrigerant evaporates, it 
extracts heat from the ambient air.  

• The now warm gaseous refrigerant passes through the compressor which increases 
its pressure. As the pressure increases, the temperature of the refrigerant rises. 
The refrigerant turns back into a liquid which is now hot.  

• The hot refrigerant then passes through the condenser, which is wrapped around 
the water tank, transferring its heat to the water.  

• The refrigerant which is now cool then passes through an expansion valve, where 
it goes back into a gaseous state and the process begins over again. 

 

Figure 101: Proposed AERMEC NRB-H air source heat pump 
 

Affected Area: Hydronic Heating Loop 

Implementation: This measure would be implemented by installing a cascade of air source heat pump water 
heater (AERMEC NRB-H) to reclaim ambient heat from the outside air using the 
refrigeration cycle to be the primary source of heating for the hydronic heating loop. 
It is recommended to employ the services of a professional engineering company to 
ensure the piping layout and connection into the existing system is correctly designed and 
adheres to local plumbing code. 

Service Life:  25 years. 

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period. 
It should be noted that these costs show incremental cost of the project, which has a total 
projected budget of approximately $2,440,000, excluding costs associated with asbestos 
abatement. 
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Table 27: Summary of ECM Costs and Savings  

 

Existing Energy Use 
(for equipment 

included in 
measures only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Fully Electrify 
Heating Loop with 
Air-Source Heat 
Pumps 

0 5,316 -461,475 5,316 $37,691 

 

$1,880,000 

 

263.7 49.9 

*Incremental costs are shown (cost difference between standard efficiency equipment and high efficiency 
equipment) 

Type of Energy  
Analysis Completed:

 

Energy savings from this measure are based upon eliminating gas energy as a result of 
the installing the high efficiency electric heat pump cascade.  

Risk Assessment: A suitable location will be required to position external heat pump units. A structural 
review of the roof will be required.  

 Existing electrical capacity could be a barrier to implementation. A detailed engineering 
analysis of existing capacity should be performed prior to implementing electrification 
measures.  

Non-Energy Benefits: In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

• Improved controllability. 

• Reduced equipment breakdowns. 

In-House Resources: No significant in-house effort is required to maintain measure once implemented. 

Synergies: This measure will not impact any other ECMS. 
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6.3.1.3 ECM #M2.3:  Replace existing gas fired boiler with Gas absorption heat pumps 

Description: This option involves the installation of a gas absorption heat pump cascade to increase 
the operational efficiency of the heating system. This gas absorption heat pump would be 
used as the first stage of heating and would provide high efficiency heating during the 
shoulder seasons. Gas absorption heat pumps can operate at a COPs as a high as 1.6 
meaning they are almost twice as efficient as the existing boilers. At low ambient 
temperatures the high efficiency condensing boiler will kick in to maintain the system 
setpoints.  

The gas absorption heat pump system uses natural gas as a cleaner driving energy. It uses 
MR717 as the refrigerant, and water as the absorbent, then, using a fin heat exchanger, it 
can extract the low-grade heat energy from the air.  

The major benefit of installing gas absorption heat pumps is that they do not require the 
same electrical infrastructure as traditional electronically driven heat pumps, natural gas 
is utilized as the primary fuel source.   

  

 

Figure 102: Proposed VICOT Gas Absorption heat pump 
 

Affected Area: Hydronic Heating Loop 

Implementation: This measure would be implemented by installing a cascade of gas 
abruption heat pumps (VICOT, YANMAR or similar) to reclaim ambient heat from the 
outside air using the absorption cycle to be the first stage of heating for the hydronic 
system. 
It is recommended to employ the services of a professional engineering company to 
ensure the piping layout and connection into the existing system is correctly designed and 
adheres to local plumbing code. 

 

Service Life:  25 years. 

Economic Analysis: The following table provides a summary of all savings, costs, and simple payback period. 
It should be noted that these costs show incremental cost of the project, which has a total 
projected budget of approximately $1,790,000, excluding costs associated with asbestos 
abatement. 
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Table 28: Summary of ECM Costs and Savings  

 

Existing Energy Use 
(for equipment 

included in 
measures only) 

Annual Energy 
Savings 

Total 
Savings - 
Energy, 

O&M, C02 
($/yr) 

Total 
Estimated 

Cost 
(capital, 
install, 
design) 

GHG 
Emissions 

Savings  
Tonne/Co2yr 

Simple 
Payback 

(yrs) 

Description 
Electricity 

(kWh) 
Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural 
Gas 
(GJ) 

Replace Existing 
Gas fired Boiler 
with Gas 
absorption Heat 
Pumps 

0 2,658 0 1,804 $26,546 $1,460,000 91.0 56.5 

*Incremental costs are shown (cost difference between standard efficiency equipment and high efficiency 
equipment) 

Type of Energy  
Analysis Completed:

 

Energy savings from this measure are based upon a reduction of gas energy as a result 
of the higher operational efficiency of the Gas absorption heat pump (GAHP) system. 

Risk Assessment: A suitable location will be required to position external units. A structural review of the 
roof will be required.  

Non-Energy Benefits: In addition to the savings shown in the table above, the following non-energy benefits 
shall also be observed: 

• Reduced greenhouse gas emissions. 

• Improved controllability. 

• Increased Redundancy and Turn Down Ratio 

In-House Resources: No significant in-house effort is required to maintain measure once implemented. 

Synergies: This measure will not impact any other ECMS 
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Bundled Project Definition 

7 BUNDLED PROJECT DEFINITION  

Based upon BES Ltd. professional opinion and knowledge of the building, a broader set of criteria has been 
used to select a bundle of recommended Energy Efficiency and Energy Conservation Measures. These include: 

• Ease of implementation (minimal resources required). 

• Reduction of greenhouse gas emissions. 

• Simple Payback. 

• Measures that should be implemented to improve operation. 

• Measures that should be implemented to facilitate the implementation of other measures. 

• Importance in enhancing or maintaining good indoor environment for occupants with due 
consideration to the following: provision of acceptable ventilation and space temperatures for the 
majority of occupants in the majority of spaces. 

• Improved ability to monitor and manage energy in the building. 

• Importance as part of essential building system upgrades to replace aging equipment. 

7.1 Energy Study Savings from Existing Systems 

The following table provides a summary of potential savings from mechanical, electrical and control systems 
as per the scope of the Energy Study.  

Note: The recommended bundle of measures is highlighted in Grey Cells. 
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Table 29: Summary Table of ECMs & Capital Upgrade Projects 

    

Existing Energy Use 
(for equipment 

included in measures 
only) 

Annual Energy Savings 
Total 

Savings -
Energy, 

O&M, C02, 
Utility 
($/yr) 

Based on Incremental Estimated Cost with 
Incentives (where Applicable) 

Based on Actual Estimated Cost with 
Incentives (where Applicable) 

GhG Emission 
Savings  

(Tonnes e-CO2/yr) 

Energy 
Intensity 

Reduction  
(e-kWh/ 
m2/yr) ECM # Description 

Electricity 
(kWh) 

Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural Gas 
(GJ) 

Total Incremental 
Estimated Cost 
(capital, install, 

design, Incentives) 
($) 

Simple 
Payback 

(yrs) 

Net 
Present 

Value ($) 

Total Estimated 
Actual Cost - 

capital, install, 
design, 

Incentives  
($) 

Simple 
Payback 

(yrs) 

Net 
Present 
Value  

($) 

ECM#M1 
Install New Laminar Flow 
Low Flow Fixtures  

0 2,304 0 337 $4,778 $4,700 1.0 $45,134 $4,700 1.0 $45,134 17.0 10.1  

ECM#M2.1 

Mechanical Room - 
Partially Electrify Heating 
Loop with Air-Source Heat 
Pumps 

0 2,658 -230,737 2,658 $19,345 $570,000 29.5 -$147,734 $1,030,000 53.2 -$607,734 131.9 54.5  

ECM#M2.2 

Mechanical Room - Fully 
Electrify Heating Loop 
with Air-Source Heat 
Pumps 

0 5,316 -461,475 5,316 $37,691 $1,880,000 49.9 -$1,342,831 $2,440,000 64.7 
-

$1,902,831 
263.7 108.9  

ECM#M2.3 
Replace Existing Gas fired 
Boiler with Gas 
absorption Heat Pumps 

0 2,658 0 1,804 $26,546 $1,500,000 56.5 -$1,016,182 $1,790,000 67.4 
-

$1,306,182 
91.0 53.8  

ECM#M3 

Mechanical Room - 
Replace the Existing 
Standard Efficiency DHW 
Storage Heaters DHWT-1 
& DHWT-2 with New High 
Efficiency Condensing 
DHW Storage Heaters 

0 2,304 0 542 $8,683 $43,000 5.0 $121,888 $179,000 20.6 -$14,112 27.4 16.2  

ECM#M4 
Install a Water Source 
heat pump system to 
preheat DHW 

0 1,761 -23,897 518 $5,842 $171,600 29.4 -$111,359 $171,600 29.4 -$111,359 25.9 12.9  

ECM#M5 
Repair/Replace Door 
Seals 

0 3,167 0 25 $358 $1,800 5.0 $286 $1,800 5.0 $286 1.3 0.8  

ECM#M6 
PlugMiser Retrofit to 
Computer Monitors 

6,552 0 3,285 0 $275 $1,185 4.3 $5,534 $1,185 4.3 $5,534 0.0 0.4  
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Existing Energy Use 
(for equipment 

included in measures 
only) 

Annual Energy Savings 
Total 

Savings -
Energy, 

O&M, C02, 
Utility 
($/yr) 

Based on Incremental Estimated Cost with 
Incentives (where Applicable) 

Based on Actual Estimated Cost with 
Incentives (where Applicable) 

GhG Emission 
Savings  

(Tonnes e-CO2/yr) 

Energy 
Intensity 

Reduction  
(e-kWh/ 
m2/yr) ECM # Description 

Electricity 
(kWh) 

Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural Gas 
(GJ) 

Total Incremental 
Estimated Cost 
(capital, install, 

design, Incentives) 
($) 

Simple 
Payback 

(yrs) 

Net 
Present 

Value ($) 

Total Estimated 
Actual Cost - 

capital, install, 
design, 

Incentives  
($) 

Simple 
Payback 

(yrs) 

Net 
Present 
Value  

($) 

ECM#M7 

Install New Variable 
Speed Drives & 
Occupancy Sensors on 
Swirl Pool & Water Slide 
Pumps 

122,911 0 54,394 0 $5,150 $36,700 7.1 $42,074 $36,700 7.1 $42,074 0.5 5.8  

ECM#M8 

Repurpose Existing Heat 
Recovery Coils in MUA-5, 
MUA-6 & MUA-7 for 
Outdoor Air Preheat 

0 2,768 13,965 1,644 $24,952 $180,400 7.2 $296,568 $190,400 7.6 $286,568 83.1 50.5  

ECM#M9 
DHW Recirculation Pump 
VFD Retrofit and 
Scheduling 

724 1,761 374 53 $830 $4,250 5.1 $8,063 $4,250 5.1 $8,063 2.7 1.6  

ECM#M10 

Installation of Energy 
Saving Additive into Boiler 
Loop to Improve 
Efficiency of HVAC (Gas) 
System 

389,206 5,316 11,676 213 $3,988 $4,020 1.0 $55,756 $4,020 1.0 $55,756 10.8 7.6  

ECM#11 

Install Liquid Pool Cover 
to Reduce Energy Losses 
due to Evaporation during 
Unoccupied Periods 

0 2,082 0 154 $2,186 $10,000 4.6 $40,668 $10,000 4.6 $40,668 7.8 4.6  

ECM#M12 
 Installation of Solar 
Photovoltaic System 

2,657,760 0 81,180 0 $6,791 $91,175 13.4 $44,572 $99,175 14.6 $36,572 0.8 8.7  

ECM#M13 
Install a Combined Heat 
and Power Unit 

2,657,760 2,304 306,544 -1,405 $5,743 $245,000 42.7 -$145,118 $265,000 46.1 -$165,118 -67.8 (9.0) 
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Existing Energy Use 
(for equipment 

included in measures 
only) 

Annual Energy Savings 
Total 

Savings -
Energy, 

O&M, C02, 
Utility 
($/yr) 

Based on Incremental Estimated Cost with 
Incentives (where Applicable) 

Based on Actual Estimated Cost with 
Incentives (where Applicable) 

GhG Emission 
Savings  

(Tonnes e-CO2/yr) 

Energy 
Intensity 

Reduction  
(e-kWh/ 
m2/yr) ECM # Description 

Electricity 
(kWh) 

Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural Gas 
(GJ) 

Total Incremental 
Estimated Cost 
(capital, install, 

design, Incentives) 
($) 

Simple 
Payback 

(yrs) 

Net 
Present 

Value ($) 

Total Estimated 
Actual Cost - 

capital, install, 
design, 

Incentives  
($) 

Simple 
Payback 

(yrs) 

Net 
Present 
Value  

($) 

ECM#L1 

Women’s Changeroom, 
Men’s Changeroom, WC, 
Accessible WC: Replace 
T8-32W-2L-4' with Energy 
Efficient 4' LED Tube-2L-
70K-3500K+120V 2 Lamp 
Compatible Ballast 

10,552 0 6,081 0 $2,163 $3,843 1.8 $18,537 $3,493 1.6 $18,887 0.1 0.7  

ECM#L2 

Family Change Room, 
Electrical Room, 
Maintenance: Replace T8-
32W-2L-4' with Energy 
Efficient 4' LED Strip-24W-
4000K Surface Mounted 

4,092 0 2,427 0 $824 $182 0.2 $8,350 -$618 n/a $9,150 0.0 0.3  

ECM#L3 

Women’s & Men’s 
Washroom, Accessible 
Washroom, Back 
Corridor, Pool Storage, 
Theatre Washrooms, 
Stairway, Mech 
Storeroom: Replace T8-
32W-1L-4' with Energy 
Efficient 4' LED Strip-24W-
4000K Surface Mounted 

7,219 0 1,630 0 $2,104 $13,679 6.5 $7,933 $11,959 5.7 $9,653 0.0 0.2  

ECM#L4 

Exterior Window: Replace 
T8-32W-1L-4' with Energy 
Efficient 4' LED Tube-1L-
70K-3500K+120V 1 Lamp 
Compatible Ballast 

4,911 0 2,931 0 $1,315 $5,747 4.4 $7,829 $5,592 4.3 $7,984 0.0 0.3  

ECM#L5 

Main Corridor, 
Storeroom, Upstairs Hall, 
First Aid Room, Theatre 
Area Lobby, Physio: 
Replace T8-32W-2L-4' 
with Energy Efficient 2x4 
Flat Panel, 3800Lmns, 
3500K UNV W/ Surface 
Mount Kit 

34,198 0 17,389 0 $5,907 $45,628 7.7 $15,494 $42,408 7.2 $18,714 0.2 1.9  
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Existing Energy Use 
(for equipment 

included in measures 
only) 

Annual Energy Savings 
Total 

Savings -
Energy, 

O&M, C02, 
Utility 
($/yr) 

Based on Incremental Estimated Cost with 
Incentives (where Applicable) 

Based on Actual Estimated Cost with 
Incentives (where Applicable) 

GhG Emission 
Savings  

(Tonnes e-CO2/yr) 

Energy 
Intensity 

Reduction  
(e-kWh/ 
m2/yr) ECM # Description 

Electricity 
(kWh) 

Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural Gas 
(GJ) 

Total Incremental 
Estimated Cost 
(capital, install, 

design, Incentives) 
($) 

Simple 
Payback 

(yrs) 

Net 
Present 

Value ($) 

Total Estimated 
Actual Cost - 

capital, install, 
design, 

Incentives  
($) 

Simple 
Payback 

(yrs) 

Net 
Present 
Value  

($) 

ECM#L6 

Physio, Corridor: Replace 
T8-32W-3L-4' with Energy 
Efficient 2x4 Flat Panel, 
3800Lmns, 3500K UNV 
W/ Surface Mount Kit 

21,847 0 14,480 0 $3,102 $17,358 5.6 $14,945 $16,134 5.2 $16,170 0.1 1.6  

ECM#L7 

Theatre Area Lobby, 
Theatre Rooms, Theatre 
Back Hallway, Top Floor 
Corridor: Replace T8-
32W-4L-4' with Energy 
Efficient 2x4 Flat Panel, 
3800Lmns, 3500K UNV 
W/ Surface Mount Kit 

19,459 0 14,420 0 $3,168 $14,323 4.5 $18,645 $13,308 4.2 $19,660 0.1 1.5  

ECM#L8 

Boiler Rooms: Replace T8-
32W-3L-4' with Energy 
Efficient LED-48W-RAB 4' 
Surface Mount Fixture 

4,771 0 2,108 0 $634 $3,866 6.1 $2,715 $3,106 4.9 $3,475 0.0 0.2  

ECM#L9 

Theatre corridor: Replace 
MR16-50W-Halogen with 
Energy Efficient MR16-
5W-LED 

1,752 0 1,577 0 $1,315 -$146 n/a $13,673 -$146 n/a $13,673 0.0 0.2  

ECM#L10 

Exterior: Replace MH-
400W-Ple Light with 
Energy Efficient LED-90W-
Security Flood Light 

22,995 0 18,396 0 $1,923 $4,192 2.2 $16,179 $3,392 1.8 $16,979 0.2 2.0  

ECM#L11 

Exterior: Replace MH-
70W-Ple Light with Energy 
Efficient LED-40W-
Security Flood Light 

2,478 0 1,456 0 $314 $1,236 3.9 $2,580 $836 2.7 $2,980 0.0 0.2  

ECM#L12 

Entrance West, 
Slide/Diving Area, Gym, 
Physio: Replace CFL -13W-
2L with Energy Efficient 
LED-9W-2L 

3,473 0 1,069 0 $1,937 $3,815 2.0 $19,348 $3,626 1.9 $19,537 0.0 0.1  
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Existing Energy Use 
(for equipment 

included in measures 
only) 

Annual Energy Savings 
Total 

Savings -
Energy, 

O&M, C02, 
Utility 
($/yr) 

Based on Incremental Estimated Cost with 
Incentives (where Applicable) 

Based on Actual Estimated Cost with 
Incentives (where Applicable) 

GhG Emission 
Savings  

(Tonnes e-CO2/yr) 

Energy 
Intensity 

Reduction  
(e-kWh/ 
m2/yr) ECM # Description 

Electricity 
(kWh) 

Natural 
Gas (GJ) 

Electricity 
(kWh) 

Natural Gas 
(GJ) 

Total Incremental 
Estimated Cost 
(capital, install, 

design, Incentives) 
($) 

Simple 
Payback 

(yrs) 

Net 
Present 

Value ($) 

Total Estimated 
Actual Cost - 

capital, install, 
design, 

Incentives  
($) 

Simple 
Payback 

(yrs) 

Net 
Present 
Value  

($) 

ECM#L13 

Sauna, Storage, Theatre 
Area Lobby: Replace 
Incandescent 100W-1L 
with Energy Efficient A 
Lamp LED-9W-1L 

37,960 0 34,544 0 $27,944 $4,786 0.2 $330,340 $4,786 0.2 $330,340 0.3 3.7  

                              

MECHANICAL & OTHER: Total Projected 
Savings 

  -170,940 6,145 $76,388 $1,027,655 13.5 $356,879 $1,583,155 20.7 -$249,121 308.5 164.8 

LIGHTING & CONTROLS: Total Projected 
Savings 

  118,508 0 $52,650 $120,137 2.3 $476,568 120,137 2.3 $476,568 1 12.7 

TOTAL SUM OF BUNDLED MEASURES - 
Lighting & Mechanical 

  -52,432 6,145 $129,038 $1,147,792 8.9 $833,448 $1,703,292 13.2 $227,448 309.7 177.5 
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8 CONCLUSION 

From the 12-month period ending in December 2019, the facility audited had a total annual utility cost of $339,775 
for natural gas and electricity. In general, the status of energy efficiency initiatives at Penticton Community Centre 
is average. 

The energy engineering audits have identified many opportunities for action which align with the client’s 
conservation priorities and targets. Some of these measures may overlap with existing capital budgets for 
anticipated replacement or major repairs of system and may reduce the ‘Capital Costs’ provided. 

BES recommends a comprehensive bundle of energy measures be implemented, providing an overall simple payback 
of 8.9 years at an estimated incremental capital cost of $1,165,926. The client should exercise caution if proceeding 
with only energy conservation measures for implementation and not capital upgrade projects as this will adversely 
affect the overall business case of the remaining bundle measures. These measures include ‘low-hanging fruit’ that 
help offset higher cost measures studied.  

The energy conservation measures (ECMs) and capital upgrade projects recommended have potential to deliver the 
savings in the following table. 

Table 30: Potential Saving from Implementing ECMs and Capital Upgrade Projects 

Recommended Energy Conservation Measure in order of priority 
Total Sum of Bundled 

Measures 

Cost Benefit 
Analysis Based 
on Incremental 

Costs 

Total Energy (Natural Gas and Electricity) Savings 
(e-kWh) 

1,654,607 

Estimated Total Annual Savings (Energy, Utility, Carbon, 
O&M) ($) 

$129,038 

Pre-incentive Estimated Incremental Capital Cost ($) $1,165,926 

Applicable Incentives ($) $18,134 

Total Estimated Incremental Capital Cost ($) $1,147,800 

Simple Payback (yrs) 8.9 

Anticipated Energy Use Intensity Reduction 
(e-kWh/m2/yr) 

177.5 

Estimated Total Project Capital, Design & Install Cost ($) $1,764,500 

GhG Emission Savings (Tonnes e-CO2/yr) 309.7 

Proposed Energy Use Intensity for the Building (e-kWh/m2/yr) 405.0 
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9 IMPLEMENTATION PLAN 

The purpose of the implementation plan is to identify activities associated 
with the recommended energy efficiency upgrades to ensure adequate 
preparation has taken place and that adequate contingencies are in place. 
Implementation of ECMs developed and approved in this report requires 
personnel, engineering and financial resources. The success of projects will 
hinge not only upon initial resources dedicated to projects, but to ongoing 
resources allocated to monitor and ensure performance is realized and 
sustained. 
 
 
This study has been completed as part of the phased approach. As shown in the diagram below, there are 5 key 
phases in this project.  
 
 

 
 

 

 

 

 

Figure 103: Project Phases 1 to 5 
 
 

9.1 Phase 1 & 2 – Funding and Energy Study 

Phase 1 and Phase 2 shown in the diagram above are now complete. 
Upon confirmation of the Energy Study approval from the client an 
implementation guide will be developed to illustrate the next steps.  

 

9.2 Phase 3 – Project Implementation 

This phase consists of the implementation of the approved 
recommended bundle of measures as per Table 29. BES shall provide 
a detailed schedule of works and engineering fee proposal for the 
services identified below to the client.   
Should BES be engaged for the implementation phase, we recommend the following four (4) stage 
methodology for each of the proposed energy efficiency retrofits for seamless integration into the existing 
functioning buildings. This will ensure that each ECM is delivered in accordance with the specified timeline, 
on budget and in adherence to the original design intent of the recommendation.  

  

Phase 5

Measurement & 
Verification

Phase 4

Post 
Implementation

Phase 3 
Implementation 

Phase

Phase 1 & 2 

Funding & 
Energy Study

106



Penticton Community Centre  

Ref: 22-B522 

 

©2022                                                                  bes-canada.com | T. 604.558.1650 Page 101 of 112 

Implementation Plan 

i. Stage #1 Owner’s Engineer – Schematic Design 

BES will work closely with the client to achieve their energy efficiency goals as represented in this energy 
study report (by BES) on time and on budget. With the members of our team having delivered engineering 
services and innovative design solutions to the built environment for over fifty (50) combined years, we feel 
that an integrated approach offers the client a customized 
solution that is both efficient and cost effective.  

At this stage BES will attend site to carry out a full and 
detailed system evaluation with a view to producing a 
schematic design, which follows closely the 
recommendations of the energy study report. It is 
anticipated that the schematic design will form part of the 
bid package for which specialist contractors will provide 
quotations based upon. During this stage, we encourage 
periodic meetings with the client to obtain the clients 
instructions and comments regarding the design intent, cost and scheduling requirements to prepare a 
preliminary design concept and to report on the mechanical and electrical systems considering economy, 
performance, capital cost, compatibility with the other design elements and requirements of relevant code 
and authorities. 

BES employ the services of a specialist Power Engineer (PE) and boiler operator, who has over 20 years’ 
experience in hands on operation, maintenance and reviewing mechanical services systems. This provides 
the designer with important feedback and knowledge so that the proposed design not only surpasses the 
client’s energy efficiency aspirations, but also lends itself to effortless operator management of the new 
system. 

ii. Stage #2 Consultancy Services (including Working Drawings and Specification) 

With more than fifty (50) combined years project management and consultancy experience throughout 
Canada, North America and Europe, BES will provide detailed analysis and advice to the client so that 
substantiated informed decisions can be made in the procurement of suitable specialist contractors for 
each of the energy efficiency retrofits previously identified above and within the Energy Study Report. 

Employing registered Professional Engineers, BES will ensure the following: 

 Determination of the correct channels of communication. 

 Development of the project schedule including milestones and deliverables. 

 Determination of the drawing and specification standards.  

 Full coordination of the design into the existing system/s. 

 Definition of any specialty components that may be required to facilitate the operation of the 

proposed systems. 

 Liaison and coordination with other upgrade works that are taking place simultaneously. 

 Adherence to local and provincial codes and regulations and insurance requirements. 

 Preparation of cost estimates ahead of the tendering process to ensure the project remains on 

budget. 

 Coordination with the utility providers to ensure maximum applicable incentives are gained. 

 Ensuring quality control of the engineering services is achieved as required. 

 Attendance during tender period site inspection meeting with the client and prospective bidders.  

 Attendance during tender review meeting with the client  
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iii. Stage #3 Construction Administration and Project Management   

BES – Building Energy Solutions Ltd. is accustomed to taking our client’s vision and transforming it into an 
actionable roadmap and provides an onsite leader to drive the initiative through completion. With careful 
planning and rigorous execution, BES will help clients meet their goals and sustain them – efficiently, cost-

effectively, and often ahead of schedule. With this philosophy, 
BES predict complete customer satisfaction throughout the 
construction phase of the project. With close control and open 
communication between all parties, including each of the 
contractors and client representatives, a construction schedule 
and methodology statement will be produced and followed 
throughout the interactions on site.  

Throughout the project BES will act as a resource for the client 
to review the contractor progress draws (partial invoices) and 

answer any technical questions relating to the design and its integration into the existing system.  

BES will attend site throughout the duration of the project to 
ensure satisfactory workmanship and adherence to the 
mechanical engineering design and provide field reviews 
documented the installation. At project completion, our 
team will inspect the installation and review the 
commissioning procedures to ensure the project goals and 
basis of design (BoD) are met. 

 

9.3 Phase 4 – Post Implementation 

Upon completion of the implementation phase described above, BES will conduct a final on-site inspection 
to ensure that all approved ECMs have been successfully implemented in accordance with the basis of 
design and energy study report.  
 

9.4 Phase 5 – Measurement & Verification 

This phase consists of quantifying savings delivered from the 
implementation of the ECMs through the Measurement & 
Verification (M&V) process. M&V demonstrates how much energy 
the ECM has avoided using, rather than the total cost saved. A key 
part of the M&V process is the development of an “M&V Plan”, 
which defines how the savings analysis will be conducted before the 
ECM is implemented. This provides a degree of objectivity that is 
absent if the savings are simply evaluated after implementation.  

 

The International Performance Measurement and Verification Protocol (IPMVP) defines key steps in 
implementing a robust M&V process. As certified M&V professional, BES can assist in this process if required. 

The Table below presents an overview of the M&V options.  
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Table 31: Overview of M&V Options (IPMVP) 

M&V Option (IPMVP) How Savings Are Calculated 

A. Partially Measured Retrofit Isolation 
Engineering calculations using short term or continuous 
post-retrofit measurements and stipulations. 

B. Retrofit Isolation 
Engineering calculations using short term or continuous 
measurements 

C. Whole Facility 
Analysis of whole facility utility meter or sub-meter data 
using techniques from simple comparison to regression 
analysis. 

D. Calibrated Simulation 
Energy use simulation, calibrated with hourly or monthly 
utility billing data and/or metering. 

 
 

  

109



Penticton Community Centre  

Ref: 22-B522 

 

©2022                                                                  bes-canada.com | T. 604.558.1650 Page 104 of 112 

Appendix A: Inventory of Equipment 

10 APPENDIX A: INVENTORY OF EQUIPMENT  

Table 32: Inventory of Major Heating, Domestic Hot Water and Ventilation Equipment  

# Designation B-1 B-2 DWHT-1  DWHT-2  

Location 
Mechanical 

Room 
Mechanical 

Room 
Mechanical Room  Mechanical Room 

Area of Service Entire Building Entire Building Entire Building Entire Building 

Manufacturer 
HARSCO 

INDUSTRIAL 
HARSCO 

INDUSTRIAL 
PVI (QuickDraw 

WATER) 
PVI (QuickDraw 

WATER) 

Type Gas Fired Boiler Gas Fired Boiler 
Storage Water 

Heater 
Storage Water 

Heater 

Model # C-3000 C-3000 750 N 400A-TP 750 N 400A-TP 

Serial # K942-10-6058 K942-10-6057 1210131037 1210131038 

Max Rated Input 
(Btu/hr) 

3,000,000 3,000,000 600,000 600,000 

Rated Output 
(Btu/hr) 

2,850,000 2,850,000 480,000 480,000 

Nameplate Efficiency  95% 95% 80% 80% 

 

# Designation MUA-1 MUA -2 MUA -3 

Location Rooftop Rooftop Penthouse 

Area of Service 
Theatre Stage & 
Dressing Rooms 

Office (Building 
West) 

Pool Fit/Chg 
(Building East) 

Manufacturer 
HAAKON 

INDUSTRIES 
HAAKON 

INDUSTRIES 
HAAKON 

INDUSTRIES 

Type 
Air Handling 

Unit 
Air Handling 

Unit 
Air Handling 

Unit 

Model # PENTPAK PENTPAK PENTPAK 

Serial # 10-5773-447-C 10-5773-448-C 10-5773-449-C 
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Appendix A: Inventory of Equipment 

# Designation AHU-1 AHU-2 AHU-3 AHU-4 

Location Rooftop Rooftop Penthouse Penthouse 

Area of Service Gym Theatre Lobby Pool West Pool Deck 

Manufacturer TRANE TRANE TRANE TRANE 

Type 
Air Handling 

Unit 
Air Handling 

Unit 

Air Handling 
Unit (Heat 

Rejection Coil) 

Air Handling 
Unit (Heat 

Rejection Coil) 

Model # 
TSCB035U0F0
0000000CCB0

A321 

TSCB017U0F0
0000000CCB0

A316 
CSAA057UAB0 CSAA066UAB0 
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Appendix B: Glossary of Terms and 
Definitions 

11 APPENDIX B: GLOSSARY OF TERMS AND DEFINITIONS 

A 

AC (Alternating Current):  A type of current where the polarity is perpetually reversing, causing the directional flow in a circuit to reverse 

at regular intervals. 

ACCA:  Air Conditioning Contractors of America 

Acoustical:  Relating to sound, the science of sound, or a sense of hearing. 

Aerator:  A screen for water flow restriction. These devices are used to add oxygen to the water 

AFUE (Annual Fuel Utilization Efficiency):  A measurement used to rate furnace efficiencies by dividing the ratio of heat output by heat 

input. 

AGA:  American Gas Association, Inc.  

Air Conditioner: A device that changes humidity levels, temperature or quality of air. 

Airflow Volume:  Measured in cubic feet per minute (cfm), this is the amount of air circulated in a space. 

AHU (Air Handling Unit):  Parts of a system including the fan-blower, filter and housing. 

AHRI:  Air Conditioning, Heating and Refrigeration Institute 

Ambient Temperature:  The temperature of the surrounding environment of an object (usually air) 

ASHRAE:  American Society of Heating, Refrigeration and Air Conditioning Engineers 

B 

Baseline:  Utility consumption in a base year before a retrofit occurs 

EUI:  Energy Use Intensity. A measure of the building’s energy use on a per unit floor area basis. 

BHP: The net power required to operate a pump or a fan after the drive and motor efficiencies are considered 

Boiler:  A closed vessel in which water or other fluid is heated. (The fluid does not necessarily boil) 

BTU:  British thermal unit Measures the amount of heat required to raise or lower the temperature of one pound of water one degree 

Fahrenheit. 

BTU/h:  British Thermal Units per hour 

Burner:  The device that facilitates the combustion of air and gas. 

Burner Orifice:  The opening in the burner through which the gas or fuel passes prior to combustion. 

C 

Capacity:  HVAC capacity is the output produced by the heating or cooling unit and is measured in BTUs per hour. 

CAV:  Constant Air Volume. A type of HVAC system that supplies constant airflow at variable temperature 

Celsius:  A temperature scale that registers the freezing point of water as 0° and the boiling point as 100° under normal atmospheric 

pressure. 

CFM (Cubic Feet per Minute):  A measurement of airflow volume. 

Charging a System:  Adding coolant, or refrigerant, to an HVAC system. 

Compressor:  A pump that increases the pressure of gas. 

Condensate:  Vapor that is turned into a liquid as its temperature is lowered. 

Condenser Coil:  Also an outdoors coil. A device that removes heat from the refrigerant, allowing the refrigerant to be converted from 

vapor to liquid. 

Condenser Fan:  A fan that passes air over the condenser coil to facilitate the removal of heat from the refrigerant. 

112



Penticton Community Centre  

Ref: 22-B522 

 

©2022                                                                  bes-canada.com | T. 604.558.1650 Page 107 of 112 

Appendix B: Glossary of Terms and 
Definitions 

D 

DC (Direct Current):  A type of electrical current that only flows in one direction. 

DDC (Direct Digital Control):  System used to automate functions in a building, including HVAC systems and Lighting systems etc. 

Damper:  Found at the exit point of ductwork, this plate usually contains grates that can be opened or closed to control the flow of air 

into a zone. 

DCW: Domestic Cold Water 

Degree-Day:  Calculated by subtracting the average outdoor temperature for an area from 65º Fahrenheit. This measurement is used to 

estimate the amount of heating or cooling a home or building will need. 

Dehumidifier:  A device that removes humidity, or moisture, from the air. 

DHW: Domestic Hot Water 

Diffuser:  A grille over an air supply duct with vanes that distribute the discharging air in a specific pattern or direction. 

DOE:  Department of Energy 

Down flow Furnace:  A furnace with an intake on the top and an air discharge at the bottom. 

Drain Pan:  Also a condensate pan. As the refrigerant vapor is liquefied, the drain pan collects the condensate and funnels it to the drain 

line. 

Dry Bulb Temperature:  The temperature as measured without the consideration of humidity. 

Ductwork:  A network of metal, fiberboard or flexible material flowing throughout a space which delivers air from an HVAC unit to the 

respective zones of a home or office. 

E 

EER:  Energy Efficiency Ratio 

EPA:  Environmental Protection Agency 

Expansion Valve:  A valve that meters the levels of refrigerant through a temperature or pressure control. 

Evaporator Coil:  Also, an indoor coil. A device that is designed to absorb heat in the air in order to change the liquid refrigerant that 

flows through it into a vapor. 

F 

Fahrenheit:  A temperature scale in which water freezes at 32 degrees and boils at 212 degrees at normal atmospheric pressure. 

Fan:  A device that creates airflow. 

FC (Footcandle):  A unit of lighting illuminance.  

Filter:  A device that acts like a strainer to remove dirt or undesired particles. 

Flue:  A vent that removes the by-products of combustion from a furnace. 

Fluorescent:  A low pressure mercury-vapor gas-discharge lamp that uses fluorescence to produce visible light (i.e. T8, T12, CFl)  

Furnace:  The major component in heating a home. A device that facilitates the combustion of fuel and air to create heat. 

Fuse:  A delicate metal strip connecting two parts of an electrical circuit. This strip breaks, or melts, in the event of excess electrical 

charge, breaking the electrical circuit. 

 

G 
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GAMA:  Gas Appliance Manufacturers Association 

GJ (Gigajoule):  Standard unit of measurement for energy produced by gas energy 

GHG:  Greenhouse gas. I.e. Gases that are harmful to the environment and are responsible for Global Warming and the Greenhouse Effect 

GPM (Gallons per Minute):  Imperial measurement of water volume 

H 

Heat Exchanger:  A device through which heat is transferred to a cold area or surface. 

Heat Gain:  The amount of heat added or created in a designated area. 

Heating Coil:  A coil that acts as a heat source for a heating system. 

Heat Loss:  The amount of heat subtracted from a designated area. 

Heat Pump:  A device used for either the heating or cooling of a space by transferring heat between two reservoirs. 

Heat Transfer:  Moving heat from one location to another. 

HID (High Intensity Discharge):  A type of electrical gas-discharge lamp which produces light by means of an electric arc between 

tungsten electrodes which is often used for outside lighting and large open areas such as gymnasiums (i.e. Metal Halide, Mercury Vapour, 

High Pressure Sodium) 

HP (Horsepower):  A unit of measurement of power 

HSPF (Heating Seasonal Performance Factor):  This factor rates the efficiency of the heating portion of the heat pump. 

Humidifier:  A device that adds humidity, or moisture, to the air. 

Humidistat:  The device that measures humidity and turns the humidifier on and off. 

Humidity:  Dampness in the air caused by water vapor. 

HVAC:  Heating, Ventilation and Air Conditioning 

HWR: Hot Water Return 

HWS: Hot Water Supply 

I 

Ignition:  Elevating the temperature of a substance to the point of causing a combustion reaction. 

Incandescent:  A high demand electric light with a wire filament heated to a high temperature, by passing an electric current through it, 

until it glows with visible light 

K 

kWh (Kilowatt Hours):  Standard unit for power consumption, equivalent to 1,000-watt hours 

L 

Latent Heat:  A type of heat that when added to an area produces an effect other than an increase in temperature. 

L/S (litres per second):  A metric measurement of flow 

Lux:  A unit of lighting illuminance 

 

M 
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MBH:  1,000 BTU 

Media:  The fine material of a filter that traps dirt, dust, mildew or bacteria. 

N 

NATE:  North American Technician Excellence 

NEC:  National Energy Council / National Electric Code 

NEMA:  National Electrical Manufacturing Association 

O 

Orifice:  An opening or hole. 

P 

Package Unit:  A heating and cooling system contained in one outdoor unit. 

PAR:  Parabolic Aluminized Reflector (PAR) is a lamp type of halogen incandescent flood lamp 

Photocell: Lighting Control based on the amount of ambient light 

Plug load:  Loads that are plugged into 120v AC i.e. computers, monitors, appliances, etc.) 

PRV: Pressure Reducing Valve 

PSI:  Pounds per square inch 

PSIA:  Pounds per square inch, absolute 

PSIG:  Pounds per square inch gauge 

PVC:  Polyvinyl chloride; a type of plastic. 

R 

Reciprocating Compressor:  A type of compressor used in cooling systems to compress refrigerant by using a piston action. 

Refrigerant:  A chemical that condenses from a vapor to liquid and, in the process, decreases in temperature. 

Refrigerant Charge:  The amount of refrigerant in a system. 

Retrofit:  Upgrade of an existing system with new components instead of replacing the entire system 

RTU: Roof Top Unit 

S 

SEER (Seasonal Energy Efficiency Ratio):  A rating system developed by the U.S. Government to indicate the efficiency level of cooling 

equipment. 

Self-contained System:  A package unit. 

Sensible Heat:  Heat added or subtracted that causes a change in temperature. 

Sensor:  A device that reacts to a change in conditions. 

Split System:  An outdoor unit combined with an indoor unit. 

T 
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Thermostat:  Sensors that monitor and control the output of an HVAC system. 

Thermostatic Expansion Valve:  A device that creates a constant evaporator temperature. 

Ton:  One ton is 12,000 BTUs per hour. 

U 

Up flow Furnace:  A furnace that pulls in air from the bottom and releases it through the top. 

V 

Vacuum:  A space where the pressure is significantly below that of standard atmospheric pressure. 

Variable Speed Blower Motor: A motor that is able to run at capacities between 20% and 100% based on pre-programmed algorithms in 

the circuit board of the furnace. This blower motor converts A/C current to D/C current that enables the blower motor to run at a lower 

cost to operate. The benefits of a variable speed blower motor are, 1/3 of the cost to operate the fan, quieter operation, fan ramps up 

and down slowly, continuous air supply into the home at lower speeds. 

VAV:  Variable Air Volume. A type of HVAC system that varies airflow at a constant temperature 

VFD:  Variable Frequency Drive 

Volt:  A unit of electro-motive force. 

Voltage:  The force pushing electrical current along wires and cables. 

W 

Watt:  The unit of electrical power equal to the flow of one amp at a potential difference of one volt. 

Wet Bulb Thermometer:  A thermometer that measures the relative humidity in the air. 

Z 

Zoning:  A system that divides a home, office or space into different regions in order to better control the temperature and effectiveness 

of a heating and cooling system. 
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12 APPENDIX C: ENERGY CONVERSION FACTORS 

The following energy conversation factors have been used: 

Table 33: Energy Conversion Factors 

Electricity Natural Gas Other 

1 HP = 0.746 kW 1 GJ = 277.78 kWh 1 m3 = 35.31 ft3 

kW = 3,412 Btu/hr 1 GJ = 26 m3 of natural gas 1 boiler HP** = 33,480 Btu 

1 Lux = 0.93FC 1 GJ = 947,817 Btu 1 boiler HP** = 34.5 lb/hr 

 1 GJ = 9.47817 therms 1 GJ = 0.05 tons CO2e 

 
* Based on 1,000 Btu per ft³. 
** From and at 100°C (212°F). 

 

117



Penticton Community Centre  

Ref: 22-B522 

 

©2022                                                                  bes-canada.com | T. 604.558.1650 Page 112 of 112 

Appendix D: Acceptable Indoor Space 
Temperatures As per ASHRAE 

Appendix D: Acceptable Indoor Space 
Temperatures As per ASHRAE 

13 APPENDIX D: ACCEPTABLE INDOOR SPACE TEMPERATURES AS PER ASHRAE 

Type of Heated Rooms Temperature 
oF oC 

Bars 64 18 

Bathrooms 72 22 

Bedrooms 64 18 

Changing rooms 72 22 

Churches 64 18 

Cloakrooms 61 16 

Classrooms 68 20 

Corridors 61 16 

Dining rooms 68 20 

Dressing rooms 70 21 

Exhibition halls 64 18 

Factories, sedentary work 64 18 

Factories, light work 61 16 

Factories, heavy work 55 13 

Gyms 59 15 

Halls, assembly 64 18 

Halls, entrance 61 16 

Hotel rooms 70 21 

Laboratories 68 20 

Lecture rooms 68 20 

Libraries 68 20 

Living rooms 70 21 

Museums 68 20 

Offices 68 20 

Operating theaters 75 24 

Prisons 64 18 

Recreation rooms 64 18 

Restaurants 64 18 

Shops 64 18 

Stores 59 15 

Swimming baths 81 27 

Waiting rooms 64 18 

Wards 64 18 

Warehouses 61 16 
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